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cal ventilation systems

Subchapter IV - Heating Equipment Requirements
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ILHR 64 .21 Location of equipment
ILHR 64.22 Special requirements.
ILHR 64..23 Piping..

Subchapter V - AirDelivery Systems
ILHR 64.31 Duct desig n
ILHR 64.32 Ductuse.
ILHR 64,33 Underground duct construction an d installation .
ILHR 64.34 Duct construction .
ILHR 64.35 Duct connectors,
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Note: Chapter ILHR 64 was revised in December, 1995 effective April 1, 1996 .
On Apri16, 1996 the department of industry, labor and human relations published an
emergency rule stating that the effective date of the December, 1995 rule version was
delayed, A permanent rule was adopted in December, 1996 stating that the revised
text of ch.ILHR 64, as published, would be effective April 1, 1997 .

Note : Chapter Ind 59 as it existed on December 31,1975 was repealed and a new
chapter Ind 64 was created effective January 1,1976. Chapter Ind 64 was renumbered
to be chapter ILHR 64 effective January 1, 1984

Subchapter I - Scope

ILHR 64.01 Scope. All heating, ventilating and air condi-
tioning systems shall be designed, installed, maintained and opei-
ated so as to provide the service and results required within the
provisions of this chapter• . The minimum requirements estab-
lished in each part of this chapter shall be complied with as they
apply to that specific public building or place of employment•, The
administrative rules pertaining to energy conservation may be
applied retroactively to existing buildings .

Note: Compliance with this code shall not constitute assurance of'proper installa-
tion or operation of the heating, ventilating and air conditioning system . This code
is not to be used as a design manual, but it is established as a minimumstandard for
safety, health and general welfare of the public.

History : Cr. Register, December, 1 975, No . 240, eff., 1 .-1-76; am . Register,
December, 1976, No., 252, eff . 1-1-77.,

ILHR 64 .02 Approval of drawings and specifica-
tions . All drawings and specifications shall be submitted to the
department in accordance with the provisions . of ss :ILHR 50. 07
and 50 :I2.

History : Cr Register, December, 1 975, No.. 240, eff. 1-7-76; am . Register,
December, 1976, No., 252, eff, 1-1-77.

ILHR 64.025 Definitions. In this chapter :

HEATING, VENTILATING AND AIR CONDITIONING

ILHR 64.025

ILHR 6438 Gravity ventilation ducts .
ILHR 64,39 Ventilation discharge,
ILHR 64,40. Relief vents.,
IL.HR 64 41 Plenums ,
ILHR 64 .42 Fire dampers and fire curtain doors
ILHR 64,43 Dampers and damper controls .,
ILHR 64 44 Fans and blowers ,

Subchapter VI - Chimneys, Gas Vents, Mechanical Draft and Venting
Device s
ILHR 64.45 Chimneys, smoke stacks, gas vents, mechanical draft and venting

devices:,
ILHR 64 46 Masonry chimneys
ILHR 64,47 Metal smokestacks
ILHR 64.48 Factory-built chimneys and gas vents,
ILHR 64 49 Gas vents,
ILHR 64 .50 Chimney and vent connectors.

Subchapter VII -• Equipment Location, Protection, Maintenance and Opera-
tio n
ILHR 64.51 Guarding and fire protection
ILHR 64.52 Maintenance and operation,
ILHR 64 .53 Final test required .

Subchapter VIII - Occupancy Requirements
ILHR 6454 Factories, office and mercantile buildings .,
ILHR 645 5 Theaters and places of assembly.'
ILHR 64,56 Schools and other places of instmction .
ILHR 64.57 Health care facilities..
ILHR 64 .58 Penalinstitutions and places of detention.
ILHR 64 .59 Residential occupancies, .
ILHR 64.60 Day care facilities.
ILHR,64.61 Repair areas.
ILHR 64.62 Vehicle service buildings .
ILHR 64..63 Garages,
ILHR 64 64 Vehicle showrooms.
ILHR 64.65 General sanitation and service areas .
ILHR 64 66 Natatoriums .
JLHR 64 67 Kitchens .:
ILHR 64 .68 Seasonal occupancies

(1) "Air conditioning" means the process of treating air to
control temperature or humidity and distributing to meet the
requirements of the conditioned space ..

(2) "Air movement" means the total quantity of air circulated
within a space ..

(3) "Exhaust vent" means a vent, including a relief' vent,
through which air is exhausted from a space to the atmosphere .

(4) "Exhaust ventilating system" means any combination o f
building construction, machinery, devices or equipment, designed
and operated to r'emove gases, dusts, fumes or vitiated air fiom the
breathing zone of employes and frequenters ..

(5) "Gravity exhaust ventilation" means a process of remov-
ing air by natural means, the effectiveness depending on atmos-
pheric condition, such as difference in relative density, difference
in temperature or wind motion .

(6) "Mechanical ventilation" means the process of supplying
a mixture of tempered outside air or simultaneously removing
contaminated air to the outside by power-driven fans or blowers
or both. ,

(7) "Outside air" means air that is taken from outside the
building and isfree from contamination of any kind in proportions
detrimental to the health or comfort of the general population
exposed to it,.

(8) "Recirculated air" means the transfer of air fiom a space
thloughxhe air- handling equipment and back to the space ..

(9) "Spot heating" means to provide heat to raise the air tem-
perature to the required minimum in the immediate area of the
occupants• .

(10) "Tempered air" means air transferred from a heated or
cooled area of a building
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(11) "Tempered outside air" means outside air heated or
cooled before distribution ..

(12) "Ventilation" means the process of supplying or remov-
ing air by natural or mechanical means, to or from any space .•

History: Cr. Register, December, 1995, No 480, eff, 4-1-96 ; Cr. Register;
December, 1996, No. 492, eff. 4-1-97.

Subchapter II- Design and Operation Requirements

ILHR 64.03 Design. (1) BUILDING HEAT LOSS The total
building heat loss shall be equal to the sum of the building trans-
mission losses and infiltration or the building transmission losses
and ventilation losses, whichever sum is greater.•

(2) HEATING SYSTEM DESIGN. The primary heating system
intended to maintain the inside design temperature of s . . ILHR
64.05 (1) shall be designed to equalize building transmission
losses and infiltration or ventilation losses during occupied peri-
ods• . Credit will be given for internal heat gains against the total
design loss of the heating system, provided the heat gains are dem-
onstrated by the designer .

(3) CAPACITY AND ARRANGEMENI . The calculated capacity
and the arrangement of all installations for required heating and
ventilating shall be based upon simultaneous service to all parts
of the building unless otherwise exempted by this code..

History: Cr . Register, December,1975, No, 240, eff 1-1-76; am (1) and (2) (a),
Register, January,1980, No. 289, eff 2-1-80; am . (2),Register, December,1981, No ..
312, eff. 1-1-82 ; am., (1), Register, March, 1991, No ., 423, eff. 4-1-9 1

ILHR 64 .04 Outside temperature design conditions .
In the accompanying map, the state of Wisconsin has been divided
into 4 zones• . The maximum heat losses fora heating system shall
be calculated on the basis of the outdoor temperatures indicated
on the map with reference to location of' ihe project .

History : Cr . Register, December', 1975, No., 240, eff.. 1-1-76 .

Zonc 1 ,~, ., .. . . „ .- 25° ba1ov zcro F

Zon. : 2 ..
.

.. .. .. .. .. . .. 20° b,l,iv e~r~o 1'

Zonn 3 , ,. ., . . . .. - 15° b,luv ::.ro F

Zone 4 .. . .. , .. .. .. - 10" bclov rcro I

ILHR 64 .05 Inside design temperatures and ventila-
tion requirements. (1) INSIDE DESIGN TEMPERATURES (a)
Heating system design. The heating system shall be designed to
maintain a temperature of not less than that shown in Table 64 .05
and must be operated at not less than that temperature during
occupied periods .•

(b) Spot heating. Spot heating may be used to heat individual
fixed work stations in large industrial buildings where it is imprac-
tical to provide heat to the entire space as described in par :, (a), pro-
vided the inside design temperature at the fixed work station is at
least 60°F

(2) VENTILATION DESIGN REQUIREMENTS The ventilating sys-
tem shall be designed to accomplish the required minimum ven-
tilation indicated in Table 64.05 .. The required ventilation for areas
of each occupancy or use is specified by the ventilation classifica-
tion assigned to each occupancy or use in Table 64.05.. Areas of
different ventilation classification shall be provided with a com-
plete solid separation or the most stringent ventilation require-
ment shall apply to all unseparated areas .

(a) Areas assigned ventilation classification (a) shall be pro-
vided with a supply of outside air and an equal amount of exhaust
ventilation at a rate deternvned using the cfm per square foot of
net floor area specified in Table 64 .05 and with a minimum air
movement as specified in s:• ILHR 64 .06 (3)..

(b) Areas assigned ventilation classification (b) shall be pro-
vided with a supply of outside air and an equal amount of exhaust
ventilation at a r•ate determined using the cfm per square foot of
net floor area specified in Table 64.05 and with a minimum air
movement as specified in s .. ILHR 64.06 (3), or shall be provided
with a percentage of openings in accordance with sub .• (3) .

a

€

i
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(c) Areas assigned ventilation classification (c) shall be pro-
vided with a supply of outside air and exhaust ventilation deter-
mined using the cfm per square foot of net floor area specified in
Table 64 .05 „

(d) Areas assigned ventilation classification (d) shall be pro-
vided with an amount of'exhaust ventilation determined using the
cfm per square foot of net floor area specified in Table 64 ..05 The
area shall be provided with negative pressure relative to adjacent
areas ., An equal supply of' outside air is required when the exhaust
exceeds 1/2 an, change per hour in the area served by the exhaust
unless otherwise exempted under sub .. (4)..

(e) Areas assigned ventilation classification (e) shall be pro-
vided with a percentage of outside openings in accordance with
sub.. ( 3) . > ;

(f) Corridor areas in shopping malls assigned ventilation clas-
sification (f) do not require a separate supply of outside air pro-
vided the outside air introduced in the store areas adjacent to the
mall is circulated through and exhausted from the shopping mall
coriidor area.,

(3) 'PERCENT OF OPENINGS Where the required ventilation is

ILHR 64.05

provided with a percent of openings, the net openable area of exte-
tior windows and doors in each room shall be at least equal to the
specified percent of the floor area of that room.. Separate mechani-
cal ventilation systems shall be provided for rooms with less than
the required percent of openings, .

(4) ExCEPrIONS . (a) Outside air requirement waived . If a
mechanical air supply system is provided and the requirement for
outdoor air determined in accordance with Table 64 .05 is less than
5% of the minimum required air changes per hour determined in
accordance with s. ILHR 64 .,06 (2), the requirement for outside air
may be eliminated ..

(b) Outside air• requirement and percent of •openings waived .
The requirement for outside air or percent of openings specified
in Table 64,05 may be omitted for (a) or (b) ventilation classifica-
tions in large volume spaces containing 5,000 or more cubic feet
per occupant..

History : Cr. Register, December, 1975, No. 240, eff 1-1--76; Cr. (1) (a), (2) (a)
and (b), Register, December, 1976, No, 252, eff . 1-1-77 ; am . (2) (b), Register,
December, 1978, No.. 276, eff. 1-1-79; am. table, Register, August, 1985, No., 356,
eff ; 1-1-86; r. and recr. Register, January, 1994, No 457, eff 2-1-94 ; r. and recr„
Register, December, 1995, No . 480, eff, 4-1-96; r. and recr. Register, December;
1996, No. 492, eff. 4-1-97..
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Table 64,05

TEMPERATURE AND VENIILAIION TABLE

Ventilation Reouirements
Basis of Caoacitv

Air
Movement

Minimum CFM/Net Minimum Applicabl e
Inside Square Air Change Occupanc y

Temperature Ventilation Percent of Feet Floor Per Hour Code Sectio n
Use or Occuoanc ` (Decrees F) Classification Openinas` Area With A/C (ILHR Number)

Faciories: office and mercantile buildinos

Animal kennels NMR (d) - Note 3 64 .54
Barber and beauty salons 67 (d) - 0..50 64 .54, 64.,1 8
Canning factories 60 (b) 3 0.1 0 64,54, 646 8
Conference rooms 67 (a) - 0.50 3 64 .54
Court and ju ry rooms 67 (b) 3 1 .25 3 64 .54
Factories and machine shops 60 (b) 3 0..10 - 6454
Flammable liquids storage NMR (d) ••- - 64 .18, ILHR 1 0
Foundries and boiler shops 50 (b) 3 0 .10 - 64.13, 64 .54
Funeral homes :

Chapel 67 (b) 3 1 .2 5 - 64.54
Embalming room 67 (d) - 2.00 - 64.54

Offices 67 (a) - 0 .10 1 .5 64 .5 4
Places of worship, entertainment an d

recreation which accommodates les s
than 100 persons t (b) 3 t - 64 .54

Printing establishments 60 (a) - - 3 64 .18, 64.54
Retail establishments 65 (b) 3 0.13 1 .0 64 .54

Shopping mall corridor areas NMR (f) - - - 64 .54
(except mercantile areas )

Security vaults (occupied) 65 (a) - 0..03 - 64.54
Warehouses NMR •-- - - -- 64.18, 64 .54
Dark room 65 (d) 2..00 - 64 .54, 64 .1 8
Smoking lounge 67 (d) - 2.00 - 64.54, 64.1 8
Dry cleaners 67 (d) - 2 ..00 - 6454, 64..1 8

ch . ILHR 1 5
Theaters and places of assembly (which
accommodate more than 100 persons)

t

i

Register, December, 1996, No . 492
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Table 64 .05 (Continued)

Ventilation Requirements '

Basis of Caoacitv
Ai r

Movement
Minimum CFM/Net Minimum Applicable

Inside Square Air Change Occupancy
Temperature Ventilation Percent of Feet Floor Per Hour Code Section

_ Use or Occuoancv° (Dearees Classification Ooeninos' Area With A/C ( ILHR Number)

Arenas and field houses (use seated area) 60 (a) 1 .25 2 64 .55
Arrnory d ri U floors 55 (a) 0 .25 - 6455
Assembly halls (other than church) 67 (a) 1 .25 2 64..55
Bowling alleys 67 (a) -- 0..50 2 Based on occupied areas
Cafeterias, dining areas, restaurants,

billiard rooms 67 (a) - 075 2 64..55
Places of worship :

Chapels . ; 67 (b) 3 1 .25 - 64.55 (3 )
Dining and social rooms 67 (b) 3 0..50 - 64..55 (3)
Nave or.auditorium 67 (b) 3 1 .25 - 64 .55(3 )
Class rooms 67 (b) 3 0,50 -• 64..55 (3 )

Note7
Dance halls 67 (a) - 0..50 2 64:55
Ice skating rinks (indoor) NMR (a) -• 0..50 - 64.55

Ice resurfacing (indoor) NMR (d) - - 64.18, 64 .5 5
Lodge halls, club rooms 65 (a) - 0.50 2 64:55
Roller skating rinks (indoor) 50 (a) - 0.50 2 64..55
Bars and cocktail lounges 67 (d) - 0.50 •- 64.:55
Tennis courts (indoor) 60 (a) - - 64.55
Theaters (seated area) 67 (a) - 125 2 64..5 5

Lobbies 65 (a) - 0..50 - 64 .5 5
Lounge rooms 67 (a) -- 4 .50 - 64..5 5
Motion picture booths 60 (a) or (c) - 2..00 - ~ 64.5 5

Smoking lounge 67 (d) - 2 .00 - 64.55, 64..18 .
Game rooms 67 (a) - 0..50 2 64.5 5
Gambling casinos 67 (a) - 0 ..50 2 64 .55

Health care facilities See s., ILHR 64.57

Schools or other places of instructio n

Administrative office space 67 (a) 0 .10 1 ..5 64.56
Arts, crafts, 67 (a) - 0 .25 2 64,56

Register, December, 1996, No 492
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Table 64 05 ( Continued )

Ventilation Requirements'
Basis of Canacitv

Air
Movement

Minimum CFMlNet Minimum Applicable

Inside Square Air Change Occupancy
Temperature Ventilation Percent of Feet Floor Per Hour Code Section

Use or Occu Dancv° ( Deqrees F) Classification ODeninqs` Area With A/C (ILHR Number)
Classrooms 67 (a) --- 0..50 2 64 .57
Gymnasiums:, field houses, auditoriums ,

theaters (fixed seats) 67 (a) - 1 .25 2 64.56
Bleachers -- (a) - 2„73 2 64.56
Locker and shower rooms 70 (d) - 2 or 35 -- 64.56

cfm pe r
locke r

Gymnasiums, field houses, audito riums,
theaters ( nonseated areas) 67 (a) -- 0 .:10 2 64 .56

Home economics 67 (a) - 0 .25 2 64.;5 6
(cooking) 67 (d) - Note 5 -• 64.6 7

Laboratories (science) 67 ( a) - 0 .25 2 64 .1 8
Lecture halls 67 (a) -- 1 .25 2 64.5 6
Corri dors with lockers 67 - -- - 10 cfm/lineal 64 .5 6

foot
Library and resource centers 67 ( a) - 0:.38 2 64..56

Reading rooms 67 (a) -- 0..38 2 64.56
Stack areas 67 (d) - 025 - 64 .56

Lunchrooms 65 (a) -- 0.75 1 64 .56
Museums and a rt gatledes 67 (a) - 0 .19 2 64 .56
Music rooms (instrumental) 67 (a) - 0.38 2 64 .56

(vocalj 67 (a) -- 0.75 2 64>56
Special education 67 (a) -• 021 2 64.56

Study halls, common areas with nonfixed 67 (a) -- 075 2 64.56
seating

Toilet rooms 65 (d) -- Greatest - 64 :54
of 2 or

75 cfmlCF
Vocational shops:

With vehicle se rvice and repair 60 (d) - 075 - 641 8
Without vehicle service and repair 60 (a) - 0 .15 2 64:1 8

Wardro bes, coat rooms NMR (d) - 2 .00 64.6 5

Register, December, 1996, No . 492



265 DEPARTMENT OF INDUSTRY, LABOR & HUMAN RELATIONS ILHR 64.05

Table 6405(Continued)

Ventilation Reauirements '
Basis of Caoacitv

Ai r

Movemen t
Minimum CFM/Net Minimum Applicable

Inside Square Air Change Occuoancy
Temperature Ventilation Percent of Feet Floor Per Hour Code Sectio n

Use or Occuoancv' (Decrees F) Classification Openinas` Area With A/C (ILHR Number)
Detention facilities

Sleeping rooms 67 (a) -- - - 64 ,5 8

Residential occupancies

Living and sleeping areas 67 (b) 4 Note 4 -- 64 .5 9

Day care facilities 67 (a) --• 0..21 2 64 60

Garaoes and service stations

Automobile showrooms:
Less than 6 vehicles 60 (b) 3 - -• 64.64
6 or more vehicles 60 (d) - 0.50 - 6464
New vehicles only 60 (a) - 0 .10 1 6464

Garages : less than 6 vehicles NMR (b) 3 - 646 3
Garages : 6 or more vehicles NMR (d) - 0..50 - 64 .6 3
Repair areas 60 (d) 0.75 64 .6 1
Vehicle service buildings 60 (d) - 0.50 - 64.62, 59 .1 7

General sanitation and service areas

Chlorine storage rooms NMR (d) 2 .00 -- 64.65
Janitor closets NMR (d) - 2 or 50 6465

cfm/sink
Locker rooms and shower rooms 70 (d) - 2 or 35 - 64.65

cfm/locker
Toilet rooms 65 (d) - 2 or 75/TF - 64.6 5
Toilet rooms (with outdoor stadium) 50 (d) 2 or 75/TF -- 64 ..6 5
Coat rooms (walk in) 60 (d) 2.00 - 646 5
Locker and changing rooms with toxic 70 (c) -• 2 or 35 64.65 & 541 3

contamination cfmflocker

Register,December, 1996, No„492
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Table 64 .05 (Conti nued)

i "

'

Ventilation Reouirements '
Basis of CaDaci ;v

Ai r
".1ovement

Minimum C=M/Net Minimum Aopiicaoie

Inside Square Air Chanee Occupanc7
Temperature Ventilation Percent of Feet Floor Per Hour Code Section

Use or Occuoancvs fDearees F? i Classification Ooeninas` Area With A/C ( IL HR Number)
Chanaing rooms 70 (b) 3 0 .50 i 6465

Laundries :( commercial) 60 (d) - 2 .00 --- 64 .65

Natatoriums 76 (d) --- 2/pool sf --- 64.66

Kitchens 60 (d) - 200 6467

Seasonal occupancies

Camps and lodges:
Dining and recreational areas NMR (b) 3 0.50 -- 64..6 8
Living and sleeping areas NMR ( e) 4 - -- 64 .6 8

Club houses NMR (b) 3 0..50 -- 64 ..6 8
Drive-ins NMR ( b) 3 0.50 •• -- 64 .6 8
Kitchens NMR ( c) or (d) 2.00 -- 64 .6 7
Outdoor toilets NMR ( d) 2.00 52 .53 & 64.65

CFM = Cubic feet per minute
LF = Linealfoot
NMR = No minimum requirement

TF = Toilet facilities (water closets and urinals )

See theaters and places of assembly for inside design temperature and cfm per net square feet floor are a

See ss., ILHR 64 .06 64.07 and 6408 for mechanical, natural and exhaust ventilation svstems ; and ss. ILHR 64 11 to 64.18 for ventilationair standards, .

2 See s! ILHR 64,07 for snecial considerations on natural ventilation ,

Temperature., humidity and air flow for animal kennels will depend on animal type

30 cfm of outside air shall be provided for each room . All other requirements for the (b) ventilation classification remain the same .

5 200 cfm of exhaust v enuiation per cookine aopliance shail be provided All ocher requirements for the (d) ventilation classification remain the sam e

6 Unlisted occupancies or uses shall be ventilated as required for the most similar listed occupancy or use acceptable to the depanment . Rooms that are used for

differentpu :poses at different times shall be desi:ned for the greatest amount of ventilation required for any of'the uses .

Register, December, 1996, No. 492
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ILHR 64.06 Mechanical ventilation systems .
(1) OUTSIDE AIR . Mechanical ventilation systems shall be oper-
ated to provide a continuous source of outside air to all areas while
people are present .. The minimum amount of outsideair shall be
determined in accordance with either par, (a) or (b) or (c) .. Exhaust
ventilation in equal volume shall be maintained simultaneously..
Where the amount of outside air is based on the number of occu-
pants, the number of occupants shall be determined using the peak
anticipated occupancy levels .: Where peak occupancy levels of
less than 3 hours duration occur, the amountof'outside air• may be
determined on the basis of average occupancy over, the duration
of the system operation, provided the average occupancy used is
not less than one-half the maximum ..

(a) The amount of outside air delivered to each room may be
based on the net area of the room andTable 64 ..0 5

(b) The amount of outside air delivered to each room may be
based on 15 cfm for• each person occupying the room.

(c) 1 Where more than one room is served by a common sup-
pl,y system, the minimum system outdoor air quantity may be
determined using the following equations :

Minimum system outdoor air = Y x system supply air and

Y=X/[l = X - Z]

Where

Y = VotNst = cotiected fraction of outdoor air in system
supply

X= VonNst = uncorrected fraction of outdoor air in sys-

tem supply
Z VocNc = fraction of outdoor air in the critical room ..

The cri tical room is that room wi th the
greatest required fraction of outdoor• air in
the supply to the room .

Vot = corrected total outdoor air flow rate
VSt= total supply flow rate, i .,e.., the sum of all supply for all

branches ofthe system
Van = sum of outdoor air flow rates for all branches on system

based on 15 cfm per occupant
Voc = outdoor air flow rate required inthe critical room based

on 15 cfin per occupant
Vsc= supply flow rate in the critical roo m

2.. The corrected fraction of outdoor air, or more, shall make
up the system supply when the space is occupied .: If the amount
of supply air-varies, the corrected fraction of outside air shall also
vary so that the equation specifi ed in subd ..1 . is always satisfied..

3 . The minimum aii• movement shall be provided in accord-
ance with this subdivision.. The minimum air movement shall be
the greatei• of the minimum determined in accord ance with sub ..
(2), or the minimum foi any space for any operating condition
determined in accordance with subd . 1 .

4.. The number of people assumed to occupy each room shall
be provided in the operationand maintenance manualspecifred in
s :: ILHR 64 .53 : When the numberof occupants varies during peri-
ods of system operation, the length of time periods of the different
occupancy levels shall be piovided .. The information shall be
made available to the department upon request.

Note : See Appendix.A and ASHRAE Standard 62, Ventilation for Acceptable
Indoor Air Quality, for additional explanatory infoimation .

Notec When less th an one occupant per 5000 cubic feet is present, operation of
th e ventilation system may be modifi ed as specified in s ILHR 64 05 (5) .

(2) AIR lvtovEMENr Air movement shall beprovided while
people are present .The air movement may be based on actual
room height or up to 10 feet from the floor level of the room in
question,. The volume above 10 feet, in rooms which are more th an

10 feet in height, need not be considered in the air change require-
ment if the required air change is designed to occur in the lower
10 feet of the occupied space..

(a) Six air changes per hour. When required for (a) and (b)
ventilation classifications, as specified in s . ILHR 64.05, the total
air movement shall be at least 6 air changes per hour:

(b) Less than 6 air changes per hour. An air movement ofless
than 6 air changes per hour will be permitted where mechanical
cooling (air conditioning) is provided in accordance with s . ILHR
63 ..23 (2), and the heat gain requirement for the space has been
satisfied .. The air movement may not be less than the minimum air
changes per hour• if'specified in Table 64A5 ..

(c) Where the amount of outside air is provided in accordance
with sub .. (1) (c), the minimum air movement shall be determined
in accordance with that subsection and shall not be waived in
accordance with par (d) ..

(d) Air movement requirement waived.. The air movement
requirement for 6 air changes per hour• may be omitted in the f'ol-
lowing applications :

1 . Spot heating
2.. Buildings where the requirement for outside air is waived

in accordance with s.. ILHR 64 .05 (4) (b).
3 . Buildings utilizing percentage of openings as specified in

s, ILHR 64 05 .
(3) AIRD1SrlusurION, An adequate number of air supply,

return and exhaust outlets or grilles shall be provided to insure a
uniform distribution of air:.

(4) RECIRCULAilON AND TRANSFER OF AIR . (a) Recirculation .,
No air contaminated by any source other than human occupancy
shall be recirculated, except within the same ventilation classifi-
cation as assigned in s .. ILHR 64.05.,

(b) Transfer. Air in a volume equal to the outside air required
for a room may be transferred through a corridor and exhausted
through aiocker room, toilet room, kitchen, janitorcloset or asim-
ilar• area. Air shall not be transf'erred through elevator shafts and
stairwells where doors are required at any floor level ..

Note : The outdoor air amounts specified in this section assume that the dominant
source ofindoor air contamination is human occupancy Where otherindoor contam-
inants or sources are present, source control or other control or removal strategies
may be needed:

Notec See ch . ILHR 32, Safety & Health Standards for Public Employes, for
requirements for dust, fumes, vapors and gase s

History : Cr: Register, December 1 9175, No, 240, efl'. 1-1=76; renum (3) to be (6),
renum . 64.,15 (2) to be (3), 6415 (3) to be (4), cr . (3) (c) and (5), Register, December,
1 976, No 252, eff:. 1-1-77 ; am. ( 3) (c)2,, Register, January, 1980, No, 289, eff .
2-1-80 ; am (3) (c) 3 .,, Register, December,198I, No . 312, eff. 1-1-82; am (2) and
(5) (a), r: and recr (3) (a), Register,7anuary, 1994, No 457, eff2-1-94 .; r and recr
Register,December, 1995, No ; 480, eff, 4-1-96 ; r. and recr: Register; December ;
1996, No. 492, efT. 4-1-97..

ILHR 64.07 Natural ventilation systems. (1) Our-
DooR OpENINGS : Outdoor openings used for natural ventilation
shall be within 100 feet, or 5 times'theleastdimensional width of
the occupied area, whichever is the least.

(a) Outdoor openings located below grade .. Outdoor openings
below grade will not be accepted unless there is a clear• space out
side of the opening having a width not less than 11/2 times the dis-
tance below grade at the bottom of the opening .

Note : Width of clear space is the horizontal distance measured at right angles to
the plane of the openin g

(b) Outdoor• openings located from a property line .. Outdoor
openings shall be at least 5 feet from a property line or lot line or
both or an adjacent building on the same property, This distance
restriction does not apply to property lines along streets .,

Note : For further restrictions, see Table 51 .03-B and s ., ILHR 64,19, .

(2) VESTIBULE OPENI N GS : Vestibule type openings may be

used to satisfy the requirements specified in sub. (1) only for th e
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areas of the building into which the vestibule opens and which are
not separated from the vestibule by an additional door :.

History : Cr. Register, December, 1975, No,. 240, eff 1•-1=76; cr. (2), Register,
December, 1981, No . 312, eff., 1-1-82; am. (2), Register, December,1995 . No . 480,
eff. 4-1-96; am. (2), Register, December ;1996, No. 492, eff. 4-1-97.

ILHR 64.08 Exhaust ventilation systems. (1) DEFINI-
IIONS.; (a) Exhaust ventilating s,ystem. Any combination of build-
ing construction, machinery, devices or equipment, designed and
operated to remove harmful gases, dusts, fumes or vitiated air
from the breathing zone of employes and fiequenters ..

(b) Gravity exhaust ventilation. A process of removing air by
natural means, the effectiveness depending on atmospheric condi-
tion, such as difference in relative density, difference in tempera-
ture or wind motion.

(2) DESIGN (a) Exhaust ventilation systems shall be designed
to reasonably prevent contaminated air from reentering the build-
ing.:

(b) Mechanical exhaust ventilation shall be used when exhaust
ventilation is required for toilet rooms, repair areas and garages
except that gravity exhaust ventilation may be used for unoccu-
pied, detached garages for long-term storage only .

(3) OPExAIION. The required building exhaust ventilation sys-
tems shall operate continuously when people are in the building
to provide the amount of exhaust specified in Table 64.05 .:

. Note : Continuous operation of some exhaust systems, such as purging systems,
chloride storage exhaust,or industrial exhaust, may be necessary. See ch . ILHR 32,
Safety and Health Standards for Public Employes .

(4) ExHAUSr vENIS All exhaust vents shall be ducted to the
exterior of the building ..
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(5) GRAVIIY SIPHON-TYPE ROOF VENI'ILP:IORS,. (a) Except as
provided in par.. (b), gravity siphon-type roof ventilators shall be
sized to provide a free area so that the velocity of the air does not
exceed 300 feet per minute, .

(b) The allowable velocity specified in par:, (a) may be
increased to 600 feet per minute provided the outside air is sup-
plied by mechanical means ..

Note: Heat reclaim equipment for exhaust systems having more than 10,000 CFM
capacity should be considered for energy saving s

History ; Cr. Register, December, 1975, No. 240, eff : 1-1-76 ; Cr. (4), Register,
December, 1976, No . 252, eff. 1-1-77; cr (5), Register, December, 1983, No. 336,
eff.1-1-84; renumm (2) to (2) (a), cr. (2) (b), am . (3), Register, December, 1995, No.
480, eff. 4-1-96; re num . (2) to be (2) (a), cr. (2) (b), am. (3), Register, December,
1996, No . 492, eff : 4-1-97.

ILHR 64 .09 Combustion air intakes. Any room in
which fuel-burning equipment, including water heaters, fire-
places and process equipment, is located shall be supplied with
combustion air for safe operation .. When new heating equipment
is installed in existing buildings, combustion air shall be provided
in accordance with this section unless another method is shown to
be adequate .

(1) COMausrlGN AIR . Combustion air shall be provided by one
of the following methods :

(a) Combustion air by gravitational means .. Where combus-
tion air is introduced by gravitational means, the minimum fiee
area for combustion air intakes shall be calculated in square inches
as indicated in Table 64.,09 .. The values for gas- and oil-fired
equipment are based on the fuel input of the equipment . The value
for solid-fuel equipment and fireplaces is based on the fuel input
of the equipment, the area of the chimney connector or the listing
for the specific piece of' equipment . (See Table 64.09),.

TABLE 64.09

Combustion Air Intakes
Combustion Air Intakes Ducted from the Located at the Outside Wall of

Atmospheric Combustion Outside to an Interior Room or Fireplace an Exterior Room

Gas-fired, all occupancies except industrial I sq. in./1000 Btu/lu:, 1 sq.. in./2000 Btu/hr,

Gas-fired, industrial occupancies 1 sq. in./1000 Btu/hr.. 1 sq., in.J5000 Btu/hr: .

Oil-fired, all occupancies 1 sq.. inJ1000 Btu/hr:: 1 sq., in./2000 Btu/hr..

Solid-fuel fired equipment and fireplaces, all 1 sq ., in.11000 Btu/hr for furnace type units., 1/2
occupancies of the chimney connector area for free standing

and fireplace type units.. In accordance with
equipment listing, if listing includes combus-
tion air provisions.

(b) Combustion air, for power burners. The free area for com- (b) A motorized damper or fire damper shall be permitted in
bustion air intakes for power burrlers; including forced draft and a combustion air intake if a means is provided to ensure that the
induced draft systems, shall be at least 0 .5 square feet per damper is open before the burner is in operation ..
1,000,000 Btu per hour fuel input, with a minimum free area of 10 (3) DucrwoRtc . Where ductwork is required to bring combus-
square inches:, tion air into the building, the duct shall have the same cross-

(c) Combustion air bymechanical means .. Combustion air fur- sectional area as the free area of the combustion air openings .,
nished by mechanical systems, such as makeup air units, may be (4) SEGREGATION OF COMBUSTION AIR The combustion air
used when complete design data is submitted and approved by the path shall be completely segregated from the outside air ventila-
department., tion ductwork.,

(d) Combustion air by infzltration If the heating equipment (5) NEGATIVE PRESSURE LOCAIIONS Atmospheric combustion
is not required to be located in a fire-resistive room, combustion shall be prohibited in a space under negative pressure:,
air may be provided by means of infiltration where the total area (6) MOUNTING HEICxT:. Mountingheightof the combustion air
of outdoor openings is greater than 3% of the floor area in which intakes shall be as required in s.1LHR 64.19 (1) (c) ,
the equipment is located, and where 150% of the air for

(7) AIR HANDLING EQUIPMENT LOCATED IN A BOILER OR FUR-
theoretical complete combustion is no greater than /4 air change NACE RooM

.: If the fuel input rating ofthe fuel buming equipment
per hour. The most restrictive result of the 2 procedures shall gov- exceeds 400,000 Btu per houi; the air-handling equipment and the
ern the design

., fuel-burning equipment shallbe interlocked to shut off the fuel-Note: See s ILHR 64 22 for special conditions(2) DAMPEIts (a) Manually operated dampers are prohibited burning equipment and the air-handling equipment when any ser-

in combustion air intakes; except for manuall,y frred solid-fuel wce door of the air-handling equipment is opened, unless an air

fired equipment, where thecombustion air is connected directl y
to the equipment.
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banier separation is provided between the fuel-burning equip-
ment and the air-handling equipment

History : Cr. Register, December, 1975, No240, eff.1-1-76; r, and recr . Register,
December, 1976, No., 252, eff, 1-1-77; renum., (1) (b) and (c) to be (c) and (d), Cr, (1)
(b); and am. (7), Register, December, 1977, No . 264, eff 1-1-78 ; am. (5), Register,
December,1978, No 276, eff ., 1-1-79 ; am. (1) (d), Register, January,1980, No, 289,
eff. 2-1-80; am (1) (a) and (d) (2) (a), (5) and (7), Register, December, 1981, No .
312, eff 1-1-82 ; am (1) (d), Register, December, 1983, No, 336, eff.1-I-84; r, and
recr. (2) (b), Register, March, 1991, No, 423, eff , 4-•1-91 ; am . (1) (b) and ('7),Regis-
ter, January, 1994, No. 457, eff. 2-1-94; am . (intro.), (1) (d), (2) (b), Register, Decem-
ber, 1995, No. 480, eff. 4-1-96; am . (intro.), (1) (d), (2) (b), Register; December,
1996, No. 492, eff. 4-1 97.

ILHR 64.10 Refrigerants . The rules covering the use of
refiigerants for air conditioning systems shall conform with ch ..
Comm 45, Mechanical Refrigeration .

History: Cr Register, December, 1975, No 240, eff . 1-1-: 76; correction made
under s.13.93 (2m) (b) 7., Stats., Register; December, 1996, No. 492.

Subchapter III - Ventilation and Air Standards

ILHR 64.11 Ventilation and air standards. The quan-
tity of air' used to ventilate a given space during periods of occu-
pancy shall always be sufficient to maintain the standards of air
distribution, air movement; recirculation, ss .. ILHR 64 .12 to
64.:19:

History : Cr. Register, December, 1975, No, 240, eff 1-1- 76 ,

ILHR 64• .12 Definit"ions . History: Cr, Register, December, 1975, No . 240, eff
1-1-76 ; reprinted to correct errorin (6), Register, December, 1985, No . 360; Cr, (1 m),
Register, January, 1994, No., 457, eff 2-1-94 ; r ; Register, December, 1995, No ., 480,
eff.. 4-4-96; r Register, December,1996, No .. 492, ett: 4-1A7.

ILHR 64.13 i'empered air requirements . (1) SUPPLY
AIR The design conditions of the supply air temperature to the
occupied space shall be between 50° F: and 140° F

(2) TEMPERED AIR SUPPLY DEPENDING ON NEGATIVE PRESSURE
A supply of tempered air, depending on a negative pressur e within
the space, will be permitted in foundties, steel fabricating shops
and similar areas .

History: Cr Register,December, 1975, No .. 240, eff 1-1-76.

ILHR 64 .14 Tempered outside air requirements .
(1) MAKEUP AIR A supply of tempered outside air shall be pro-
vided when the volume of'exhaustexceeds 1/2 air• changeper hour
in the area served by the exhaust .>

Note: See ch ILHR 32, Safety & Health Standards for Public Employes, for fur-
ther requirements for makeup air for industrial exhaust system s

(2) PROCESS xEAT . Process heat may be used to temper•
required outside air:.

History: Cr: Register, December„I975, No,.240, eff. 1-1-76 ; r, andrecr (1), Reg-
ister, December, 1995, No . 480, eff. 4-1-96; r. and recr. (1), Register; December;
1996, No. 492, ett: 4-1-97.

ILHR 64.15 Air movement and distribution . The air
delivery capacity of all equipment supplying air for heating, venti-
lating and air conditioning purposes shall be based on standard air
ratings,

Note : Standard air is substantially equivalent to dry air at 70° F . and 29.9 2 inches
(Hg) barometriapressur

eHistory: Cr Register, December, 1975, No. 240, eff. 1-1-76; renum . (2) and (3 )
to be 64:06 (3) and (4), r(4), Register, December, 1976, No. 252, eff. 1-1-77

ILHR 64.16 Air-cleansing devices . (1) AIR-CLEANS-
ING ACCF.SS Air-cleansing devices shall be designed and installed
to permit access to the equipment for maintenance and to insure
proper operation of the heating and ventilating system .

{2) AIR-CLEANSING FILTERS, . Approved air-cleansing filters
shall be designed and installed in a manner to filter the outside air
and recirculated air used with mechanical heating and ventilating
systems except as follows ; .

(a) Filters are not required in gar•ages, factories, foundries and
similar occupancies ;

(b) Filters are not required for use with unit heaters designed
for heating and recirculation; or

(c) Where jet systems or, blend-air systems are approved, air
filters are not required in the ducts that are installed for the recir-
culation of air within the same occupied space •

Note : The depatttnentrecognizes as approved, filters listed in the Building Mate-
rials List published by Underwriters' Laboratories, Inc ,and test data of any other rec-
ognized testing agency forthe purpose for which it is used .

(3) AIR-CLEANSING MAIERIALS. Contaminated water shall not
be used oriecirculated through sprays affecting air used for venti-
lating purposes .

History : Cr Register, December, 1975, No . 240, eff 1-1-76

ILHR 64.17 Controls . (1) GENERAL. Except as provided
by sub.• (2), automatic controls shall be provided to maintain
design temperatures, control ventilation to provide continuous air
movement of not less than the minimum required by this chapter ;
and to provide a continuous supply of outside air, make-up air and
exhaust determined by the provisions ofs .. ILHR 64 .05, when
occupied ..

(2) ExcEPTION Manual control of solid-fuel fired equipment
to maintain inside design temperature is permitted .

History : Cr Register, December, 1975, No 240, eff 1-1-76 ; am. Register,
December, 1981, No . 312,eff.1-1-82 ; am, (1), Register, December,1995, No . 480,
eff 4-1-96; am. (1), Register, Decembeg 1996, No .. 492, eff. 4-1-97.

ILHR 64.18 Contamination of air. (1) CONIAMINATION.
Air contaminated from odors, fumes, noxious gases, smoke,
steam, dust, spray, or other contamination shall be diluted with
uncontaminated air or exhausted to prevent the contaminated air
fiom,spreading to otherparts of the building occupied by people .;

Note: For requirements pertaining to all places,of employment or occupancy
where smoke, gas, dust, fumes, steam, vapor, industrial poisons, or other detrimental
materials are used, stored, handled, or are present in the air in sufficient quantities to
obstruct the vision, or to be injurious to the health; safety or welfare of the employes
or frequenters, see ch ILHR 32, Safety and Health Standards for Public Employe s

(a) Chlorinated hydrocarbons Areas where chlorinated
hydrocarbons are introduced shall be arranged to satisfy the fol-
lowing conditions :

Note: Some of the chlorinated hydrocarbons commonly used are: trichloroethy-
lene, perchloroethylene, carbon tetrochloride, methylene chloride, methyl chloro-
form, Freon F-11 ; Freon F-12, FreonF-21 and Freon F-114 ., For example, these
materials are used in dry cleaning establishments,in degreasing operations, and
where pressure can propellants are used, Pressure cans are used for such products as
enamels, lacquers, paint removers, stencil inks, lubricants, pesticides, hair sprays,
shaving lathers, shampoos and colognes .

1 .: The area shall have an exhaust system capable of maintain-
ing a negative ptessure within the enclosed area ..

2.. The volume and distribution of air movement within the
areashall be such thattheaverage thresholdlimit values of spe-
cific airbornecontaminants are : not exceeded.

Note: See ch. ILHR 32, Safety and Health Standards for Public Employes :

3 . No fuel-fired heating unit, with or without a heat
exchanger, shall be located within this area, nor shall it recirculate
air from this area

4.: The sur•face temperatures of anytype of heating equipment
used in .these areas shall be below the temperature at which toxic
materials may be :release d

Note: Toxic materials are those covered in ch IL .HR 32, Safety and Health Stan-
dards for Public Employes

(b) Transfer of contaminated air, Air shall not be transferred
from an area of greater contamination••

Note: The department will accept air transferred from : corridor to toilet room; cor-
ridor to cloak room or janitor closet; dining room to kitchen; locker room to toilet
room; gymnasium to locker room; showroom to garage ; and corridor to school voca-
tional shops

(c) Tr•ansfer of air between dwelling units : Air shall not be
transferred from one dwelling unit to another, except in buildings
where tobacco smoking is controlled and restricted to designated
areas and not allowed in dwelling units, and air is not transferred
from designated smoking areas to dwelling units•.

(2) BATTERY CHARGING AREAS . Battery charging areas shall be
provided with 3/4 cfin per square foot of outsidesir and equivalent
exhaust unless calculations are submitted to verify that the con-
centration of hydrogen generated during battery charging will b e
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maintained below 1 ..5% by volume by other means. Exhaust air
shall be drawn from the battery charging area at ceiling height .

History: Cr. Register, December,1975,No., 240,eff. i-1 76; ant. (1) (a) 3., Regis-
ter, January, 1980, No 289, eff. 2-1-80; Cr, (1) (c), (2), Register, December, 1995,
No, 480, eff , 4-1-96; Cr. (1) (c), (2), Register, December, 1996, No. 492, eff. 4-1-97.

ILHR 64.19 Location of outside ventilating air
intakes or exhausts for mechanical ventilation systems.
(1) LOCATION AND DIS'IANCE . (a) Location to prevent contamina-
tion . Outside air intake openings for ventilation including open-
able windows shall be located to minimize contamination of' out-
door air and shall be at least 10 feet, measured in any direction,
from outlets that emit products of combustion, exhaust vents and
plumbing vents,. Exceptions to this paragraph are given in subds ..
l to3 ,

1 . Exhaust vents of 100 cfm or less shall be located at least
12 inches, measured in any direction, from openable windows .

2 .. Paragraph (a) does not apply to intakes for combustion air
or short-cycle hoods.;

3 . The 10-foot minimum separation of'par : (a) does not apply
to the intake and exhaust of' a factory-packaged rooftop unit pro-
vided nothing restricts air flow around the unit . The exhaust and
intake of the unit shall be located to minimize contamination of
outside air..

Note: See NFPA 45, Standard on Fire Protection for Laboratories using Chemi-
cals, adopted under ch .; ILHR10, for chemical fume hood exhaust ]ocation, . Health
care facilities may have additional requirements, see s . ILHR 64.57

(b) Distance to adjacent proper•ties .. Air intakes and exhausts
shall be at least 10 feet fiom a property line or lot line or both or
an adjacent building on the same property. This distance restric-
tion does not apply to property lines along streets or aileys..

(c)Mounting height The lowest side of' outside air intake
openings shall be located at least 12 inches above outside grade,
above adjoining roof surfaces, or above the bottom of an areaway,

Note: The department will accept outside air intakes in areaways provided the
minimum horizontal cross section of the areaway is equal to the free area of the open-
ing, a grating is provided over the areaway with a free area equal to the required air
intake, and the grating is designed for a minimum of 100 PSF live load . A guardrail,
as defined in s . ILHR 51 .,162, will be accepted in lieu of the grating .

(2) SCREENS . All outside air, intake openings shall be provided
with a device to prevent intake of foreign material of• t/i inch size
or larger.,

(3) WEATHER PROTEC•r1oN . All :outside air intake openings
shall be protected against weather and water with a weatherproof'
hood or louvers..

(4) ACCESSIBILITY AND CLEANLINESSAll outside air intakes
shall be easily accessible for cleaning and shall be kept clean and
sanitary.

(5) DAtv1PERS . (a) Intake., All required air intakes serving tem-
pered or heated spaces shall be equipped with a damper with auto-
matic controls which will close the damper and prevent the intake
of outside air into the building when the ventilating unit is not in
operation . Barometric controls shall not be used for the damper :.

(b) Exhaust, Exhaust openings serving tempered or heated
spaces shall be provided with automatic or self-activating back-
draft dampers to prevent the intake of outside ait• into the building
when the exhaust units are not in operation. Commercial kitchen
hood systems are exempt fiom this paragr•aph ..

Note: See s : ILHR 64 .57 for additional requirements for the location of intakes
and exhausts for hospitals and nursing homes See the Plumbing Code, chs ILHR
81-87 for additional clearance requirements for plumbing vents ,

History : Cr. Register, December, 1975, No. 240, eff.1-1 76; am . (5) (a), Register,
December, 1976, No.252, eff. 1-1 77 ;aeprinted to correct errorin (1) (c), Register,
December,1985; No, . 360 ; r, and recr., (1) (a), am .(5), Register; December,1995, No..
480 ; eff : 4-1-96 ; r. and recr: (1) (a),am. (5), Register; December;1996, Na. 492,
eff. 4-1-97.

Subchapter IV - Heating Equipment Requirements

1LHR 64.20 : Equipment ratings and safety controls .
(1) TEST AND INSTALLATION SIANDARDS . All oil- and gas-fir'ed
heating equipment, electric heating equipment, solid-fuel heating
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equipment and accessory equipment or devices shall be tested and
installed in accordance with standards recognized by the depart-
ment . Department review and approval of input or output ratings
or both are required when ratings are needed to satisfy s .. ILHR
64.03 or 64 .09 ..

Note: For a list of'standards acceptable to the department, refer to Appendix A
(2) SAFETY CoNIROLS ., (a) Gener'al. The complete safetycon-

trol package for the heating and ventilating equipment shall com-
ply with standards accepted by the department ..

(b) Limits and c•ontr•ols„ Oil and gas-fired heating equipment
and electric heating equipment shall be equipped with primary
(flame safeguard) safety controls, safety limit switches, and burn-
ers or electric elements that comply with standards accepted by
the department ..

Note: The department recognizes UL 296-Oil Burners, and UL'795--Conuner-
cial-Indusnial Gas-Heating Equipment, as acceptable standards that satisfy the
requirements of subs . (1) and (2) .

(3) LisIED EQuIPMBNT. Complete factory assembled heating
units shall be labeled by listing agencies approved by the depart-
ment.

Note: The department accepts heating equipment listed by the American Gas
Association (AGA), Underwriters Laboratories (UL), ETL Testing Laboratories,
Warnock Hersey International, Inc., Braun Intertec Corp . (Formerly Northwest Test-
ing Laboratories, Inc.,) and PFS corporatio n

(4) UNLISTED EQUIPMENT:, If theheating equipment is unlisted,
the following provisions shall be taken :

(a) Manufacturer's, statement, . A statement from the equip-
ment manufacturer shall be provided indicating the national stan-
dard with which the equipment complies;.

(b) Tests.. A test by a Wisconsin registered engineer shall be
conducted on the output and safety controls, in accordance with
the national standard used by the manufacturer. A statement
regarding the test of the rating and safety controls shall be . fur-
nished.for each installation unless an approval for the equipment
is obtained from the department in accordance with sub . (5),.

(5) EQUIPMENT APPROVAL. Equipment approval may be
obtained from the department upon submission of a technical
report, based on the test required in sub.. (4) (b), together with the
fee as specified in ch .. Comm 2 for equipment approval .,

Note: The purpose of'the technical report is to show that the equipment is in com-
plete compliance with the national standard by which the equipment is designed,
constructed and tested ,

History: Cr. Register, December,1975, No . 240, eff,1-1-75; r., and recr : Register,
December, 1976, No. 252, eff 1-1-77 ; am . (5), Register, December,1977; No. 264,
eff .1-i-78; am. (1), Register, December,1981, No .; 312, eff 1-1.-82 ; am, (5), Regis-
ter, January,1994, No. 457, eff . 2-1-94; correction in (5) made unders.13e93 (2m)
(b) 7., Stats., Register, December,1996, No. 492.

ILHR 64 .21 Location of equipment. The various types
of heating equipment for the corresponding types of occupancies
in which the equipment may be located shall be installed as speci-
fied in Table 64 ..21 .,

Note : 'The footnotes below the tabiedesignate special requirements for the listed
equipment.

Note : The department will accept net ratings as listed by Mechanical Contractors
Association of America, Inc, Institute of Boiler and Radiator Manufacturers, and
equipmenrtested according to commercial standard 140-4 7

(1) CENTRAL FURNACES. For the purpose of this section, a cen-
tral furnace shall be considered as a direct vent sealed combustion .
chamber appliance, if the furnace conforms to ANSI Z21 .64 and
has been issued a material approval under s . ILHR 50 .1 9

(2) BoiLETiS AND WATER HE.aTERS, For the purpose of this sec-
tion, a low pressure boiler or a water heater shall be considered as
a direct vent sealed combustionchamber appliance, if

. (a) The boiler or water heater conforms to those parts of'ANS I
Z21 :13, Z21: :10,1, or Z21 .103, whichever• is applicable, relating
to direct vent apnliances;

(b) All parts of the direct vent system for the boiler or water
heater conform to s, . 1 ..1 3 of ANSI Z21 „64 ; and

(c) The boiler or water heater has been issued a material
approvai under s .. ILHR 50„ 19..

Note: See appendix for further• explanatory material

~
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TABLE 64.21 -
LOCATION OF EOUIPMENT

ro

~~

0

Location and Type of Occupancy Water o r
Vented Units Unvented Units Electric Steam

Gas or Oil Gas or Oil or Solid Fuel Gas or Oil Gas or Oil Infrared Gas or Oil Solid Fuel Gas Direct Gas Direct Fired Gas Furnaces, Uni t
or Solid Furnacesand Water Unit Space Space VentSeaied Make-uoAir," Infrared Unit Ventilators,

Fuel Heaters Heaters Heater Heater'= Combustion Heaters, Heaters ,
Boilers Appliance" Heat Make-U p

Closed Combustion t Open Flame Infr ared Pumps, Air Units,
infrared Equipment with Equipment with Rated Baseboard Baseboard

Surface Temperatures Surface Temperatures Enclosure Heaters, etc . Heaters,
Ratedt' Ratedt' not Exceeding 1500 1 F Exceeding 1500°F Not etc .
Enclosure Enciosure Suspended° Suspended° Suspended

,
Required Suspended Suspended

Tync of Occuoancv
Factories Yes' Yess Yes Yes Yes Yes Yes Yes Yes Yes Yes
Mercantile Buildings Yess Yes Yes Yes Yes Yes N .P.°•6 N.P .6 Yes N .P. N .P .
Office Buildings Yes' Yes Yes Yes Yes N.P . N .P.'•6 N.P.` Yes N.P. N .P .
Places of assembly, entertainment ,

recreatton, worship or dining
(100 persons or less) Yes' Yes=0 Yes Yes Yes Yes N .P .°•° N.P.° Yes N.P .' N.P .

Tennis Facilities
(cou rt areas oniy) Yess Yes Yes Yes Yes Yes N .P .°-6 N.P.` Yes N.P . N.P .

Tennis Facilities
(all other areas) Yei° Yes Yes Yes Yes N .P. i N.P.5•6 N .P.6 Yes N .P. N.P.

Theaters and piaces of assembly, Permttted Permitted
entertainment, recreation, worship . I in all in al l
or dining (mote than 100 persons) Yes Yes Yes Yes Yes N .P . N .P. N .P . Yes N .P. N .P. Occupancies Occupanctes

Restauran ts Yes Yes" Yes Yes Yes N .P. N.P. N .P . Yes N .P.' N .P.
Tennis Facilities

(court ar eas only) Yes Yes Yes Yes Yes Yes N .P. N.P. Yes N.P. N .P .
Tennis Facilities

(all other areas) Yes Yes Yes Yes Yes N.P . N .P. N.P. Yes N.P. N .P .
Schools and other places o f

lnstructton Yes Yes20 Yes Yes Yes N.P.1e N.P . N.P. Yes N.P.° N.P.
Hospitals, Nursing Homes and Pena l

institutions Ycs Ycs° N .P. N.P . N.P. N.P. N.P . N.P. N.P.23 N.P. N.P.
ResidentialOccuoancies Yes Ycs N .P. N.P. N.P. N .P. N.P.it N :P.1' Yes N .P. N.P.
Hazardous Occupancies

Garages Yes Yes Yes 2 Yes" Yes Yes N.P.15 N .P. Yes Yes' Yes"
Aircraft Hangers Yes Yes Yes" Yesr Yes" Yes" N.P. N .P . Yes Yes" Yes '

Day Care Centers Yes Yes Yes Yes Yes N .P. N.P.° N .P.° Yes N .P. N .P.
Community-Based Residentia l

Facilities ° Yes Yes N .P . N .P. N .P. N .P . N.P.° id .P .° Yes N .P. N .P .

9'
~

OO
P

.~

.°,

N



ILHR 64 .21 WISCONSIN ADMINISTRATIVE COD E

Table 64 .2 1

Location of Equipment (continued)
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~$'E " - . sarance ro comtiusnbles and combustiblrso waon . I . Ileating equipment shall be installed in accordance with the manufacturer 's recommendations to provide minrmum clearance . In the absence ofmanufacmrers recomntendations, a minimum
le f 36 in h ll b d d n -c arance o c cs sha e provi e . 2. Combustible constructronjsuch as panitio s . shelving or storage lockers, shall not encroach upon the required clearance. - . . . . . . . .

~
' See s .ILIiR 64 .2 2 (7) (d) for fireplace requirements . CrJz~

o 'Q,q „ o .AII solid-fuel fired space heaters shall be located in uccuptedspace or in a space providedwith approved smoke detectorsand located or gu arded to maintain clearances to combustibles and prevenl accidental damage or contact with hot surfaces . Solid.
-41

w• ~:, N fuel bumtng stoves are limtted to 150,000 Btwhromput. '- - . Q

'Except as provided in Eooboole 4, direct-fired mal.e 'up air units shall be mechanically evhausted in the range of90% to 110% of the air supplied. . , . . . . -

ig ,

See s . ILHR 64 .22 (4) for otherpennrtted uses of direct•fired unvented natural gas heaters .
z
d

sD ~,ro $
.. ~ooss rc ,~

s Boiler and weter heate rs up to 200,000 Btu inPut,Bas and liquid fuel•frred space heate rs , suspended furnaces, vented and unvented unit heate rs may be used tvithoutan enclosure where aPP ro ved by the dePartment . Exception: SusPended units in factorre s. . . Z f/]
. . U r•- ILQ shall have no size limttatton. All such units shall be located in an occupied space and suspended atleasb7 feet above the floor. The b)ow•offpspe for suspended boilers and waler Oeaters shall be exlended down to wilhin 6 inches of lhe floor. inhared

o
N s-•~

:. oW ry~, eauipment shall be located at leaat 8 feet abovethe floor. Suspension of solid-fuel fired equipment is not oermi tted. See ss.YLHR54 .14 (3) and 64.22 (3) for additionai requirements.+
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w
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a°° ~ErA ..~ r" Permitted only in shops with a 3•hour sep aration from other areac ofthe school building. ' . .. ; ;. . . . :.. . . . . .. . . . : ,, . . . . ..

w

.
. ..

Gas-flred, direct•vent wall fumaces are permt tted in apanmenls and motels . Space heaters fired with liquid fuel may be used without an enclosure in motels and eparunent buildingsnot more than one sto ry in height . ' . . ~+

~~ Cr
qs

. r= Suspended heatfng untB are allowed in gar ages if located at least 8 feet offpie floor . Suspenston of solid•fuel fired equipment Is not permitted . . . a
,;$ ro

~• y Suspended heattng units are allowed if located at least 10 feet above the upper surface ofshe wings or engine enclosure of the aircraft. Suspenswn of solid•fuel fired equipment is not permitted... . . . . . ..
z

,~, .. "„ 'ry+ . . : . . , : . : .- . . .

st Solidduel fired space heate rs are permtlted In rowhouse unils only . -- ' -~

ft Vg
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~ ~ . 16 Waste oil bumers are permt tted provided they ar e rosta)led on mazantnes or se rvice platforms located at least 81 -0"above the main Qoor, are visible from the main floor and areguarded as specified in this section. >

See s. ILHR 61 .24 for requirements. . - . -.. , . . . . . . .. Q
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. . , .
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ILHR 64.22

PRES
sure vessels shall be constructed and installed in compliance with
the standards of the American society of inechanical engineers, as
adopted under chs.. ILHR 41-42.

(b) Installation notification. The installing contractor shall
notify the department of boiler installation, in accordance with the
requirements of s. ILHR 41 ..41 (1), before the boiler or pressure
vessel is put into oper•ation, .

(2) FURNACES. Forced-air heating systems shall be designed
to prevent a negative pressure on the heat exchanger..

(3) SUSPENDED EQUIPMENI . (a) Equipment suspended as spe-
cified in s .. ILHR 64.21 shall be installed in an occupied space ..
Suspended equipment may be used in multiple tenant buildings
providing the equipment is located in tenant spaces of an occu-
pancy use where suspended equipment is permitted ., The equip-
ment shall be visible to persons within the room .

(b) Suspended units shall be designed and listed for such use ..
Furnaces designed for floor mounting only may be mounted on
platforms that serve only to hold the unit..

(c) Where the clearance to the floor• specified in s . ILHR 64,21
cannot be provided for suspended units, provisions shall be made
for maintaining clearances to combustibles and collision protec-
tion. The collision protection shall be capable of' withstanding a
horizontal impact load of 1,000 pounds per lineal foot . The unit
shall be visible to the occupants of the room,. The unit shall be sus-
pended to provide a minimum clearance of 18 inches from the
floor,

(d) In factories, where the clearance to the floor• specified in
s ., ILHR 64 .21 cannot be provided, a floor mounted unit may be
used in accordance with this paragr•aph .. Provisions shall be made
for maintaining clearances to combustibles and collision protec-
tion.. The collision protection shall be capable of' withstanding a
horizontal impact load of 1000 pounds per lineal foot„ The unit
shall be visible to the occupants of the room. The unit shall be
installed to provide a minimum clearance of 18 inches from the
floor to the burrier.

Note: See Electrical Code, ch . Comm 16 ; for clearance requirements for electrical
components in hazardous locations.

(e) Duct furnaces and unit heaters required to be suspended
under s, ILHR 64 .21 may be installed in an unoccupied or con-
cealed space without a rated enclosure providing the following
conditions are met:

1, . The appliance has been issued a material approval under
s.. ILHR 50..19 recognizing conformance to the requirements f'or
separated combustion appliances as specified in ANSI Z83 .•8 or
Z819, whichever is applicable, and conformance of all parts of
the direct vent system for the duct furnace or unit heaters to s .1 .1 ..7
of ANSI Z21 ..64 ; and

2.. The unit is properly suspended and clearances to combus-
tibles are maintained as specified in the manufacturer's listing.

(4) GAS OR OIL-FIRED RADIANT HEATERS AND DIRECT FIRE D
uNVENIED NATURAL GAS HE?:TERS . Gas- or oil-fired radiant heat-
ers and direct fired unvented natural gas heaters are subject to the
following provisions :

(a) The heaters shall be equipped with an automatic pilot of the
complete shutoff type or with a 100% shutoff electric ignition ;

(b) If unvented radiant heaters or direct fired unvented natura l
gas heaters are used, mechanical means shall be provided to sup-
ply at least 4 cfm of outside air per 1000 Btu per hour input of
installed heaters ;

(c) The amount of air supplied which exceeds the building's
designed infiltration rate shall be relieved through relief openings
or interlocked power exhaust Relief openings may be louvers,
gravity siphon-type roof' ventilators, counterbalanced gravity
dampers or motorized dampers provided the motorized damper is

WISCONSIN ADMINISTRATIVE CODE 274

ILHR 64.22 Special requirements. (1) BOILERS AND interlocked with the supply fan so as not to permit blower opera-
SURE VESSELS . (a) Construction standards .. Boilers and pres- tion until the damper is proved in the open position .,

(d) Oil-fired radiant heaters shall be equipped with mechani-•
cal pressure-atomizing burners; an d

(e) Direct fired unvented natural gas heaters shall comply with
ANSI Z83 ..18 ..

(5) SPACE HEArERS, . Space heaters shall comply with the fol-
lowing provisions:

(a) The burner of the appliance shall be enclosed with a metal
housing so constructed that there will be no open flame and the
burner housing shall be effectively guarded against personal con-
tact„ The arrangement shall be such that the shield will prevent any
combustible material in the vicinity of the appliance from coming
in contact with the flame or with the housing that encloses the
burner.: OiI-fired space heaters shall be equipped with a mechani-
cal pressure atomizing burner ; and

(b) Space heaters shall not be equipped with duct extensions
beyond the vertical and horizontal limits of the metal enclosure,,

(c) The use of unvented fuel-fired space heating equipment
shall be prohibited except for the equipment types and occupan-
cies specified in Table 64 ..21 ..

(6) EQuIPMENI' IN HAZARDOUS LOCAIIONS . The types of' heat-
ing and ventilating equipment that may be installed in hazardous
locations (as defined in Article 500 of the National Electrical
Code as adopted by reference in ch„ Comm 16) are as follows :

(a), Listed low-pressure steam or hot water• unit heaters and
makeup air units ; and

(b) Listed electric units..
(7) FIREPLACES AND FIREPLACE SroVES . Masonry fireplaces,

factory-built fireplaces and factory-built fireplace stoves shall be
constructed and installed in accordance with the NFPA standard
No. 211-Standard for Chimneys, Fireplaces and Vents,.

(a) Masonry, ftreplaces, 1 .. Masonry fireplaces shall be
constructed of solid masonry units, stone or reinforced portland
orsefiactory cement concrete ..

a .. Where a lining of low-duty firebrick complying with the
provisions of ASTM C64, or the equivalent, at least 2 inches thick
laid-in fire-clay moctar complying with the provisions of ASTM
C 105, or the equivalent, or other approved lining is provided, the
total thickness of back and sides, including the lining, shall not be
les.s than 8 inches .,

bWhere the lining described in subd .. 1 .. is not provided, the
thickness of back and sides shall not be less than 12 inches..

, 2. Steel fireplace units incorporating a firebox liner of not less
than 1/4 inch thick steel and an air chamber shall be installed with
masonry to provide a total thickness at the back and sides of not
less than 8 inches, not lessthan 4 inches of which shall be solid
masonry..

3 :.. Warm air ducts employed with steel fireplace units of' the
circulating air type shall be constructed of metal or masonry .

4. Fireplace hearth extensions of approved noncombustible
material for all fireplaces shall be provided.,

a. Where the fireplace opening is less than 6 square feet, the
hearth extension shall extend at least 16 inches in front of', and at
least 8 inches beyond each side ofthe fireplace opening.

b.: Where the fireplace opening is 6 square feet or larger, the
hearth extension shall extend at least 20 inches in front of, and at
least 12 inches beyond each side of the fireplace opening .

c .. Where a fireplace is elevated above or overhangs a floor,
the hearth extension shall also extend over the area under the fire-•
place,.

d . Fireplaces constructed of masonry or reinforced portland
or• refractory cement concrete shall have hearth extensions of
brick, concrete, stone, tile or other approved noncombustible
material properly supported and with no combustible material

Register, December, 1996, No .. 492
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against the underside thereof . Wooden forms or centers used dur-
ing the construction of hearth and hearth extension shall be
removed when the construction is completed..

5. All wood beams, joists and studs shall be trimmed away
from fireplaces.. Headers supporting trimmer arches at fireplaces
shall be not less than 20 inches from the face of the chimney
breast. Trimmers shall not be less than 6 inches fiom the inside
face of the nearest flue lining ..

6•. Woodwork shall not be placed within 4 inches of the back
face of:a fireplace

7.• Woodwork shall not be placed within 6 inches of'a fireplace
opening.. Woodwork above and projecting more than 11/2 inches
fiom a fireplace opening shall not be placed less than 12 inches
from the top of a fireplace opening ..

(b) Factory-built • fzr•eplaces and fireplace stoves .. Factory-
built fireplaces and fireplace stoves shall be installed according to
the requirements of'the approval as specified in s . ILHR 64 .20.

(c) Hearth opening protection., Fireplaces and fireplace stoves
shall be equipped with safety screens or glass doors to prevent the
escape of sparks and embers ..

(d) Permitted installations.. Fireplaces are permitted in the fol-
lowing applications .

1 .. In all occupancies within the scope of chs ;. ILHR 54 and 55 ;
2.. In health care facilities as specified in s• . ILHR 58 .24 (3);

In common use areas of'residential occupancies; and
4 .. In individual living units of residential occupancies except

that fireplaces in individual living units of hotels and motels shall
comply with the following:

a, The appliance shall be gas-fired and shall be tested and
installed in accordance with standards recognized by the depart-
ment.

Note: ANSI Z21 .50 and ANSI Z32, 60 are recognized by the deparnnent, See s
ILHR 64r,21 (3) for listing requirement s

bThe appliance shall be designed to be ignited by an inter-
mittent ignition device

c The fire box shall be provided with a permanently installed
glass partition to prevent access to the fire box and appliance . The
partition shall be designed to be compatible with the appliance
listing ..

Note: Operation of the appliance via a control located outside the firebox will be
necessary,

d . Outside air shall be provided for combustion in accordance
with s .. ILHR 64 .09 .. Combustion air shall not be provided via
infiltration

(8) FY.OOR-SIANDING VENTED OR UNVENTED EQUIPMENT
Floor-standing;, vented or unvented unit heaters, furnaces and
boilers in metal fabricating plants, foundries and machine shops
are exempt fiom the requirements of s .. ILHR 54 :14.

(9) HEAT EXCHANGER CORROSION PROTECTION If the entering
air to the heat exchanger of all gas-fired equipment is 30°F or
lower,,the heat exchanger and burners shall be constructed of cor-
r'OsiOn-r'esistive materials..

(10) WATER HEATERS USED FOR SIMULTA NEOUS SPACE HEAT AND
HOI WATER SUPPLY FOR PLUMBING SYSIEM, (a) Water heater
construction standards.• Water heaters that provide simultaneous
space heat and hot water supply for a plumbing system shall be
listed for compliance with ANSI Z21 10 1 or ANSI Z21 .103 and
be specifically designedfor• such use The water heater shall have
an input rating of 100,000 Btu/h or less .

(b) Heat exchanger unit. Heat exchanger units that axe part of
the plumbing systemshall meet the requirements of chs .• ILHR
81-84 . .

(c) Sizing.. The water heater shall be sized with a sufficient
capacity to simultaneously offset the heat loss at design tempera-
tures and meet the other system demands it serves. The design
recovery rate ofthe water heater shall beless than one hour for the
hot water load for plumbing at design temperatures ..

ILHR 64.33

Note : See ch. ILHR 84 for additional requirements for water heating equipment
and s : ILHR 63.20 for energy conservation requirements .

(11) PROCESS EQUIPMENT. Section ILHR 64 .21 does not apply
to process equipment unless the equipment provides water supply
for a plumbing system or provides space heating, exclusive of
waste heat ,

History: Cr Register, December, 1975, No. 240, eff.1-1=76 ; r, and recr Register,
December, 1976, No. 252, eff.1-1-7'T r. (4) (d) and renum, (4) (e) to be (d), Register,
December, 1977, No . 264, eff 1-1-78 ; am (1) (b) and cr, (7), Register, December,
1978, No . 276, eff 1-]=79 ; r. and rea: (2) and (7), Register, December,1981, No, .
312, eff.,1-1-82; r. and recr. (4), cr (5) (c), (7) (d) and (8), Register, December,1983,
No.'336, eff . 1-4-84; am (1), (3) (inrro,), (4) (b) and (6) (intro .), r (3) (a) and cr. (9),
Register, August, 1985, No, 356, eff, 1-1-86; am. (3) and (4) (e), r and recr. (4) (c),
Register; March, 1991, No . 423, eff. 4-1-91 ; r. and recr. (7) (d) 3. and 4., Register,
January, 1994, No. 457, eff. 2-1-94; am . (1) (b), renum. (3) to (3) (a), Cr. (3) (b) to
(e), (1 0), (11), r, and recr. (5) (c), Register, December, 1 995, No. 480, eff 4-1-96;
r. and recr. (5) (c), Register, December, 1996, No. 492, eff- 4-1-97 .

ILHR 64.23 Piping. (1) PIPE SIZES AND ARRANGEMENT
All supply and return piping carrying steam, hot water or other
fluids, air-line piping and auxiliary equipment shall be of' appro-
priate sizes ; elevations and arrangements to accomplish the calcu-
lated services in practical operation, without undue noise, stress
or other detriment.

(2) EXPANSION AND CONIRACIION . The piping for the heating
system shall be equipped with anchors, expansion swings or
joints, supports and similar• devices to relieve stress and strains
caused by temperature change of the pipe material ..

(3) PIPE INSUI.ATION, Allsupply and return piping carrying
steam, hot water or other fluids shall be covered with insulating
material where the pipes pass through occupied areas and the sur-
face temperature exceeds 180° F ., unless guarded .,

(4) PIPE PROIECTION ., No pipe carrying hot water, steam, or
other fluid at a surface temperature exceeding 250° F. shall be
placed within one inch of any woodwork, pass through a combus-
tible4loor, ceiling or partition, unless the pipe is protected by a
metal tube one inch Iarger in diameter than the pipe or with
approved pipe covering.

(5) GAS OR OIL INSIALLAiIONS. (a) Piping ins7allations.. All
gas piping and all oil piping shall comply with the following stan-
dards :

I .. National Fuel Gas Code, NFPA No. 54; or
2. Installation of' Oil-Burning Equipment, NFPA No ., :31 ..

(b) Oil tank installation Oil tanks serving oil-buming equip-
ment shall be installed in accordance with ch. ILHR 10 .

History : Cr. Register, December,19'75, No 240, eff .1-1-76 ; r and recr. Register,
December, 1976, No . 252, eff .1-1-77 ; am (1), (3) and (4), Register, December,
1978, No, 276, eff:1-1-79; am, (5) (a), Register, .January,1980,No, 289, eff. 2•-1-50;
am, (5) (a) 1 and 2, r, and recr, (5) (b), Register, March, 1991, No., 423, eff. 4-1-91 ,

Subchapter V-- Air Delivery Systems

ILHR 64.31 Duct design. All ducts shall be designed to
promote the unrestricted flow of air..

Note: The department will accept air duct veloci ties designed in accordance with
the standards of the ASHRAE Handbook of Fundamentals, published by the Ameri-
can Society of Heating, Refrigera ting and Air Conditioning Engineers ,

History : Cr. Register, December, 1975, No. 240, eff., 1-1-76.

ILHR 64 .32 Duct use. No duct designed for the transmis-
sion of air shall be used for any other purpose .,

History: Cr.. Register, December, 1975, No 240, eff 1-1 76.

ILHR 64.33 Underground duct construction and
installation. (1) MATERIALS (a) Tile ducts . All underground
duct systems using cement tile, glazed clay tile and other tile hav-
ing a composition of' cement and mineral shall be waterproof and
shall have sufficient strength to prevent failure of duct at the time
of instailation and while in service• All fittings shall be designed
with bell and spigot or slip-joint connections. All jointsshall be
waterproof,

(b) Plastic and metal duets :: Metal, plastic-coated metal ducts,
and other approved materials may be used for underground s,ys-
tems if' encased in notless than 2 inches of concrete.: The ducts
shall be waterproof, noncombustible, smooth and of sufficient

Register, December, 1996, No . 492
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strength to prevent collapse . The sealing material for fittings and
•joints shall be approved by the department.

1 .. Exception ., Solid polyvinyl ducts and fittings and polyvi-
nyl chloride (pvc)-clad metallic ducts and fittings need not be
encased in concrete provided the space around the ducts and fit-
tings is backfilled with sand or similar fill material .•

(2) Ducr INSULATiON : All underground ducts shall be insu-
lated as specified in s .. ILHR 63 ..29 ..

(3) Ducr DRAINAGE Underground ducts shall be provided
with drainage to a lower room of the building orto a sump .. No duct
shall be connected to a sewer•.

(4) DUCLINLEZS AND oUTLEI3.. A water-tight connection shall
be provided where the inlet and outlet risers are connected to
underground ducts..

(5) PIptrrG. Nonhazardous piping may be installed in under-
ground ducts if it does not restrict the air flow..

History: Cr: Register, December, 1975, No. 240, eff 1-I=76; am . (1) (b) and (2),
Register, January, 1980, No. 289, eff. 2-1-80; am. (2), Register, December, 1983, No,
336, eff.; 1-1-84; am (2), Register, December, 1995, No . 480, eff 4-1-96 ; am. (2),
Register ; Decem be r;1996, No. 492, eff. 4-1-97..

ILHR 64.34 Duct construction. (1) METAL DUCI'S . All
sheet metal ducts, duct liners and fittings shall be constructed in
compliance with standards approved by the department• :

Note: . The department will accept the standards for ducts in the ASHRAE Hand-
book of Equipment Volume, published by the American Society of'Heating, Refriger-
ating and Air Conditioning Engineers, or as illustrated in the HVAC Duct Construc••
tion Standards, Metal and Flexible and HVAC Air Duct Leakage Test Manual as
published by the Sheet Metal and Air Conditioning Contractors National Associa-
tion,Inc .

(2) COMBUSTIBLE DUCTS All ducts or airways of' wood or
other combustible building elements shall be lined with sheet
metal or other approved noncombustible material unless specifi-
cally exempted by this code .

(3) NONMETALLIC DUCTS. Coated metal ducts or ducts
constructed of other than metal shall conform to the following :

(a) The method for fabricating, installing and supporting ducts
shall be approved by the department ;

Note : The departrnentaccepts Class I air ducts tested (Standards for Safety, UL
181) and listed byUnderwriters' Laboratories, Inc .., and constructed in accordance
with fibrous glass duct construction standards published by the Sheet Metal and Air
Conditioning Contractors National Association, Inc .,

(b) The ducts shall resist puncture, deformation or collapse ;
(c) The ducts shall not be used where the air temper•ature

exceeds 250°F, in fume hood exhaust ducts or for kitchen hood
supply or exhaust ducts : Nonmetallic or coated metal ducts may
be used to convey solids or corrosive gases if information is pro-
vided to show the duct is suitable for the specific use and approval
is granted by the department ..

(d) The ducts shall not pass through required fire-resistive
construction :

(4)SPIRALLY WOUND METAL DUCIS . Spirally wound metal
ducts shall be constructed to provide structural strength equal to
rectangular ducts.• The metal may be one standard gauge lighter
than required for round ducts .

(5) ADDITIONAL DUCT SEALING. In addition to requirements of
standards specified in sub .• (1), where supply ductwork and ple-
nums that are designed to operate at static pressures fiom 0 .25
inches to 2 inches water column inclusive are located outside of'
the conditioned space orin return plenums, joints shall be sealed
in accordance with Seal classC as defined in the SMACNA
HVAC Duct Leakage Test ManuaL . Pressure sensitive tape shall
not be used as the primary sealant where such ducts are designed
to operate at static pressures of'1 inch water column or, greater :.

History : Cr: Register, December, 1975, No. 240, eff 1-1-76 ; am. (3) (intro),
Register,.January,1980, No.. 289, eff. 2-1-80; reprinted to correct error in (3), Regis-
ter, May, 1980, No,, 293 ; am ~(1) and r. (3) (e), Register, August, 1985, No„ 356, eff
1-1-86; am. (2), r . and recr. (3) (c), cr . (5), Register, December, 1995, No. 480, eff
4-1-96; am:. (2),r: and recr. (3) (c), Cr. (5), Register, December;1996, No,, 492, eff:
4-1-97.
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ILHR 64 .35 Duct connectors . (1) FL.EXIBLE DUCT CON-
NEC'roRS . Flexible duct connectors between duct systems and air
outlets or air outlet units shall conform to the following:

(a) The duct material shall be approved for such use ;
Note: Flame-retarded fabri c or metal or mineral listed in the Building Mate ri als

List, publi shed by Underwriters' Laboratories, Inc ., are acceptable ,

(b) The construction shall be approved by the depa rtment;
(c) The connector shall not be subject to deterioration from

mildew or moisture ; and
(d) The connector shall not pass through required fire-

resistive construction .
(2) VIBRAT1oN CoNTROL . Vibration isolation connectors at the

joint between the duct and fan or heat-producing equipment shall
conform to the following:

(a) Connectors shall be a type approved for such use ;
Note: Flame-retarded fabric or metal or mineral listed in the Building Materials

List, publi shed by Underwriters' Laborato ries, Inc.., are acceptable,.
(b) Connectors shall be not more th an 10 inches wide; and
(c) Connectors shall not be used where the air temperature is

in excess of 250° F
History : Cr Register, December, 1975, No . 240, eff., 1-1-76.

ILHR 64 .36 Vertical shafts. Every vertical shaft shall be
enclosed with noncombustible material which is fire-resistive
rated in accordance with Table 51 .A3-A .

History: Cr. Register, December, 1975, No., 240, eff.. 1-1-76.,

ILHR 64.37 Insulation . Heating supply ducts and pipes
shall be covered with insulation unless an allowance is made for
temperature drop in the system ..

Note: Also see s :. ILHR 63.22 for additi onal requirements,.
Histo ry : Cr Register, December, 1975, No, . 240, eff, 1-1=76; am Register,

December, 1983, No., 336, e ff. 1-4 -84..

ILHR 64:38 Gravity ventilation ducts . (1) DESIGN
Horizontal runs in gravity ventilation ducts connected to siphon-•
type roof ventilators shall be avoided wherever possible and the
maximum practicable inclination shall beprovided in all cases . In
no case shall the ho ri zontal run exceed 30% of the vertical run
unless the room has a mechanical supply of air or the ventilation,
duct is connected to an exhaust fan .

(2) SEPARATE DUCT'SSeparate gravity ventilation ducts, fiom
each area of similar occupancy, shall extend to a plenum at the
base of a siphon ventilator.

(3) PLENU1,vIS : Gravity ventilation ducts, used with mechan ical
ventilation supply systems, shall not terminate in an attic plenum
unless the plenum is airtight, of noncombustible construction, and
the attic floor is smoo th . All collecting plenums shall be connecte

d toan approved siphon-type roof ventilator• or to an exhaust fan
discharging outside the building.

(4) DAMPERS Dampers are prohibitedin gravity ventilation
ductsexcept atmospheri c back-draftdamper•s are permi tted .

History b Cr. Register, December,1975,No:. 240, eff.1-1=76 ; am.. (3), Register,
March, 1991, No., 42.3, eff, 4-1-91 .

ILHR 64 .39 Ventilation discharge. All gravity and
mechanical ventilation ducts shall be protected from the weather
and shall be located and constructed to prevent contamination of
an outside air supply . Gravity ventilation ducts shall extend not
less than 2 feet above the highest portion of the building within a
10-foot radius of the duct and shall be provided with an approved
type of siphon roof ventilator :

History: Cr. Register, December. 1975, No, 240, eff. 1-1-76; am:, Register,
Decembet; 1981, No. 312, eff . 1-1-82 ; am. Register, January, 1994, No . 457, eff :
2-1-94; r . and recr. Register, December, 1995 , No,. 480, eff. 4-1-96; r. and recr. Reg-
ister, December,1996, No. 492, eff. 4-1-97.

ILHR 64.40 Relief vents. (1) BAROMETRIC RELIEF VENT'S
pEItIvIIT•rED„ The use of barometric relief vents is permitted for• type
(a) and(b) ventilation classifications designated in s . ILHR 6405 .,
Where barometric relief vents are installed on the roof, the dis-

~
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charge openings shall not be less than 2 feet above the roof surface
where the .vent pierces the roof,

(2) BAROMETRIC REL .IEFvENTS PROHIBITED., The use of'bar'O-
metric relief' vents is prohibited for type (c) and (d) ventilation
classifications designated ins : ILHR 64 05.,

History : Cr : Register, December 1975, No . 240, eff , 1-1-76 ; am Register,
December, 1976, No, . 252, eff , 1-1-77; am. Register, January, 1994, No. 457, eff.
2-1-94 .

ILHR 64.41 Plenums. (1) GENERAL Plenums used for
the supply, return or transfer of air shall be of noncombustible
construction.,

(a) Exception .: Combustible ceiling materials may be used pro-
vided they comply with the following :

1 .: The ~ceiling material is made from a base materialbf inetal
or mineral ;

2 . All surfaces of ceiling material possess a flame=spreadrat-
ing of not over 25 without evidence of continued progressive com-
bustion and with a smoke-developed rating of' not higher• than 50 ;

3 . The ceiling material is supported bynoncombustible mate-
rial having a melting point above 1400° F. (760° C) ; an d

4 . The ceiling material is not subject to deterioration or
deforniation on long exposure to temperatures of 250° F, (121 ° C)
or under conditions of high humidity, excessive moisture, or mi1-
dew

NotezThis section permits the use of steel, painted steel barjoists and metal deck-
ing, concrete, plaster, and other noncombustible materials and restricts the use of cer-
tain combustible materials within air-handling plenums.

Notec The requirements for ceiling materials are based upon the National Fire
Protection Association (NFPA) standard 90A, section 2-21 :3 .

(b) Ceiling systems with, fzre-resistive ratings .. Return air ple-
nums shall not be placed in rated ceiling systems unless specifi-
cally allowed by the listing .

(2) DUCIWORK WII1iIN THE PLENUM ; Ducts within the plenum
shall be constructed of• metal in accordance with s.. ILHR 64 .34 (1)
or approved nonmetallic materials in accordance with s, . ILHR
64.34 (3) .

(3) DucrcONhECTORS- Ductconnectors shall comply with the
requirementsofs . ILHR 64..35 ..

Note: Flame-retardant fabric or metal or mineral listed in the Building Materials
List, published by Underwriters' Laboiatories,-Inc ., are acceptable.,

(4) INSULATING MAI'ERIALS WITHINIHE PLENUM. (a) Duct and
pipe insulation. Duct and pipe insulation, including coverings,
linings,tapes and core materials, shall have a flame--spread rating
of not over 25 without evidence of continued progressive combus-
tion, and a smoke-developed rating no higher than 50 when tested
according to ASTM E-84 standard tests .. If coverings and linings
are to be applied with adhesives, they shall be tested as applied
with such adhesives, or "the adhesives used shall have a flame-
spread rating not over 25 and a smoke-developed rating no higher
than 50 when in the final dry state .

(b) Building envelope insulation, Building envelope insula-
tion within the plenum space shall have a flame-spread rating of
25 or lessand a smoke-developed rating of 50 or less whemtested
according to ASTM E-84 test standards.. The use of foam plastics,
satisfying the requirements of s . ILHR 51 .,06, for envelope insula••
tion is permitted provided the foam plastic isprotected by a ther-
mal barrier as specified,in s ILHR 51 .,06 (3)

(S)• HAZARDOUS PIPING The installation of hazardous piping
as defined in s,: ILHR 51,01 (102) is prohibited in the plenum
space, except as pemnitted under NFPA 54 ..

(6) OPENINGS . Openings into the plenum that would affect the
fire-resistive ratingof the structural component or•system are pro-
hibited. °

(7) WIRING AND CABLES . Electric wiring, including low-volt-
age wiring, and telephone cables within the plenum space shall be
installed according to the Wisconsin State Electrical Code, Vol ., 2, :
ch .. Comm 16..

(8) PLUMBING., Plumbing within the plenum shall be of non-
combustible material .

(a) Exception.. Plastic plumbing pipe and fittings may be used
provided the plastic material is of the self--extinguishing type with
an average extent of burn not greater than 10 mm and an average
time of burn not greater than 20 seconds when tested according to
ASTM D-635 .. The plastic material shall be wrapped with at least
one inch of noncombustible insulation or enclosed with 1/2 inch
type X gypsum wallboard .

(9) CONTROL. TUBING Plastic control tubing shall have an
average extent of burn not greater than 10 mm and an average time
of burn not gr•eater than 20 seconds when tested according to
ASTM D-635 ::

(10) SMOICE DETECTION (a) New construction.. Air-handling
plenums which contain ductwork, duct connectors, insulation,
plumbing or control tubing which do not meet the requirements
of• subs . (2) to (4),(8) and (9), respectively, shall be provided with
an approved smoke detection system capable of stopping the air
flow in and fiom the plenum and giving an audible alarm in the
occupied area when activated ..

(b) Existing construction . When existing plenum construction
contains combustible insulation, wiring, plumbing or control tub-
ing, and is altered or added to according to s :: ILHR 50:03 (1) or
(2), the entire plenum space, new and existing, shall be provided
with a smoke detection system according to sub :, (10) (a) ..

1 .. `Exception' . Building additions separated from existing
construction by one-hour noncombustible construction need not
be provided with a smoke detection system provided the plenum
is constructed according to subs .. (1) to (8) ..

History : Cr. Register, December, 1975, No. 249, eff , 1-146 ; am. Register,
December, 1976, No, 252, eff. 1-1-77; r, and recr. Register, December, 1978, No .
276, eff 1-1-79; r, and recr, Register, January, 1980, No, 289, eff . 2-1-80 ; am (1)
(intro,:), (6) and (10), Register, December, 1981, No . 312, eff 1-1-82; am,(4) (b),
Register, August, 1985, No. 356, eff 1-1-86; am, (5) and (8) (a), Register, March,
1991, No ., 423, eff , 4-1-91 ; cr.. (1) (b), Register, December,1995, No 480, eff
4-1-96 ; cr : (1) (b),Register, December,1996, No. 492, eff. 4-1-97.

ILHR 64.42 Fire dampers and fire curtain doors.
(1) REQUIRED FIRE DAMPERS AND FIRE CURTAIN DOORS All heating
and ventilating ducts, except underground ducts used with coun-
terflow or downflow heating equipment, which terminate at or
pierce code-required, hourly rated wall, floor or floor-ceiling
assemblies and rated enclosures shall be protected as follows :

(a) Openings in 1-hour rated wall assemblies shall be pro-
tected by at least 6 feet of horizontal continuous steel ductwork
leading to the air handling device on at least one side of the wall
assembly or shall be protected by a 11/2-hour rated fire damper :.

(b) Two-hour rated assemblies and enclosures shall be pro-
tected with 1 1/2- hour rated fire dampers ..

(c) Three-hour and 4-hour rated assemblies and enclosures
shall be protected with 3-hour "A" label fire curtain doors .,

(2) ExcEPTtoxs.. Exceptions to sub .. (1) are:
(a) Any assembly, such as a floor-ceiling assembly, that has

been certified for use without fire dampers and approved by a
nationallyrecognized testing laboratory ;

Note : See ss. ILHR 51 .04 to 51 .044 for information on fire-resistive assemblies
and approved testing laboratories .

(b) Interior bearing walls and partitions if unrated openings are
permitted by other sections of chs, . ILHR 50-64..

(c) Fire-resistive assemblies that have openings protected in
accordance with a method approved by a nationally recognized
testing lab, The protection shall not conflict with the certified
design and shall belimitedto openings of' 100 square inches or less .
and to 100 square inches of opening area per 100 square feet of
assembly area ;

Note : See Underwritets Laboratory fire-resistance directory, "Air Ducts and
Protection Systems" for roof/ceiling assemblie s

(3) SERVICING FIRE DAMPERS.. Access panels shall be provided
next to fire dampers and fire curtain doors to permit viewing and
servicing..
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Note: 'The department will accept fire dampers and fire curtain doors flsted by
Underwriters' Laboratories, Inc oran approved nationally recognized testing labora-
tory The dampers must be installed in the vertical or horizontal position that the
dampers were designed and tested for . The department will also accept fire damper
and fire curtain door installations recommended in publications of the Sheet Metal,
Air Conditioning Contractors National Association, Inc, and the National Fire
ProtectionAssociation bulletins No 80 and 90A .

Note : Fire dampers classified by Underwriters' Laboratories as 1'/z hour rated
assemblies are of single blade, multi-blade and curtain types . Fire curtain doors clas-
sified by Underwriters' Laboratories as time rated (3 hour) and labeled (A) are of the
curtain-blade type.,

Note : See s, . ILHR 64 .67 for fire damperrequirements in kitchen exhaust systems.
Note : Health care facilities may have additional requirements, see s . ILHR 64.57 .
Note: Vertical ducts that serve 2 or more floor levels may need to be protected in

accordance with s.. ILHR 51 .02 (11) ,
History : Cr. Register, December,1975, No 240, eff: 1--1-76; r. (1) (a), renum., (1)

(b) and (c) to be (1) (a) and (b), Register, December, 1976, No . 252, eff ,1-1-77 ; am,
(2) (c); Register, December,19T1, No . 264, eff. 1-1-78; cr. (2) (d), Register, Decem-
ber, 1978, No, :276, eff 1-1-79; am . (1) and (2), Register, December,1981,'No . 312,
eff.1-1-82; am. (1) (intro.,) and (a), Register, December, 1983, No 336, eff .1-1--84 ;
am (1) (intto ), r.: and recr (1) (a), (b), r (2) (b), renum. (2) (c) to (2) (b), cr (2) (c),
Register, December, 1995, No . 480; eff. 4-1-96; am. (1) (intr».), r: and recr : (1) (a),
(b), r(2) (b), renum. (2) (c) to (2) (b), Cr. ( 2) (c), Register, December, 1996, No.
492, eff. 4-1-97.

ILHR 64 .43 Dampers and damper controls . (1) VOL-
UME DAMPERS AND DEFLECI'ORS. Volume dampers, splitters and
deflectors shall be provided in all ducts to permit accurate balanc-
ing of the system.• The dampers, splitters and deflectors shall be
adjusted to satisfy the heating and ventilating requirements of the
conditioned space and locked in place,.

(2) AIR GRtLJ.ES All air supply outlets and returns shall be
equipped with grilles or devices which will provide a uniform dis-
tribution of air..

History : Cr Register, December, 1975, No 240, eff 1-1-76

ILHR 64.44 Fans and blowers . Fans and blowers shall
be of a type and size that will satisfy the design conditions of the
heating and ventilating system .•Fans and blowers shall be rated in
accordance with an approved test procedure .•

Note : The departitient accepts certified ratings listed by the Air Moving and .
Conditioning,Association, Inc .

History: Cr. Register, December, 1975, No . 240, eff: 1-1=76; r, (2), renum. (1)
to 64 44, Register, March, 1991, No 423, eff . 4-1-9 1

Subchapter VI-Chimneys, Gas Vents, Mechanical
Draft and Venting Devices

.ILHR 64 .45 Chimneys, smoke stacks, gas vents,
mechanical draft and venting devices . (1) GENERAL
REQUIRFMENZS . Heating equipment using solid, liquid or gas fuels
shall be vented to the outside, except as permitted in s .. ILH

R 64 21;• A natural draft chimney orothei• venting device shall hav e
the height and area to. remove the products of combustion. Chim-
neys, smoke stacks, gas vents, mechanical draft and venting
devices shall comply with the requirements of NFPA No . 211 .:

(2) NONCOMBUSIIBLE SUPPORIS All chimneys or gas vents
shall be supported from noncombustible construction unless
otherwise. approved :

(3) TERMINATION., (a) Gravity type.• 1,. All chimneys or
smokestacks depending on a gravity principle for the removal of
the products of combustion shall extend at least 3 feet above the
highest point of'the roof where the chimneys or smokestacks pass
through the roof' of'the building, and at least 2 feet higher than any
portion of the building measured 10 feet horizontalIyfrom the
chimney or smokestack ,

2• Type "B," `BW" and "L" vents and single wall vent pipes
depending on a gravity principle for the removal of the products
of combustion shall extend at least 2 feet above the highest point
of the roof where the vents or pipes pass through the roof of the
building, and at least 2 feet higher than any portion of the building
measured 10 feet horizontally from the vent or pipe .
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(b) Mechanical type.. The height and cross-sectional area may
be reduced for chimneys employing a mechanical draft system of
either forced or induced draft when approved by the department.,

History: Cr . Register, December,1975, No ., 240, eff: 1-1-76; am. (1) and (3) (a),
Register, January, 1980, No . 289, eff 2-1-80; am. (1), Register, March, 1991, No,
423, eff 4-1-91 ; am (3) (a), Register January, 1994, No 457, eff . 2-1-94 .

ILHR 64.46 Mason ry chimneys . The design and
construction of the chimney shall conform to the provisions of'this
section, •

(1) 'MATERIALS The walls shall be built of brick or other
approved fire-resistive material, . No chimney shall rest upon a
flooring of wood nor shall any wood be built into or in contact with
any chimney . Combustible headers, beams,,joists and studs shall
be located at least 2 inches fiom the outside face of' a chimney .The
foundation shall be designed and built in conformity with the
requirements for foundations for buildings .. In no case shall a
chimney be corbeled out more than 6 inches fiom the wall and in
every case the corbeling shall consist of at least 5 courses of'brick ..

(2) FLUE si2E Every masomy chimney shall have walls at
least 8 inches in solid #hickness, except that in a chimney with a
flue not larger than, 260 square inches where a fire clay or other
suitable refractory clay"flue lining is used for the full height of'the
chimney the walls shall not be less than 4 inches in solid thickness .
No smoke flue shall have a cross-sectional area less than 64
square inches.. Flue linings 7 inches by 7 inches inside, orS inches
in diameter inside, may be used.

(3) FLUE I.ININGS .. All flue linings shall be capable of with-
standing reasonably high temperatures and flue gases and shall
have,a softening point not lower than 1800° F• Flue linings shall
be not less than 5/8 inch imthickness and shall be built in as outer
walls of the chimney are constructed.. Flue linings shall start from
a point not less than 8 inches below the bottom of the smoke pipe
intake and shall be continuous to a point not less than 4 inches
above the enclosing wall s

(4) SMOKE PIPE CONNECTION If'there is more than one smoke
pipe connected to a flue, the connections shall be at different 1ev-
els . Two or more heating units, or appliances, may be connected
to a common smoke pipe, or breeching, ifjoined by Y fittings as
close as practicable to the flue .. In all such cases, the size of the
breeching and the flue shall be sufficient to accommodate the total
volume of flue gases.

(5) CLEAN-OUT OPiJVTNG, Every chimney shall be provided
with a clean-out :opening at the base.• Such openings shall be
equipped with metal doors and frames arranged to remain closed
when not in use .

(6) WIND PxESSURE . Every chimney shall be designed to with-
stand wind pressures in accordance with the requirements of' s .
ILHR 53 ..12.:

History: Cr Register, December, 1975,No ., 240, eff. 1-1-76; am. ( 1), Register,
January, 1980, No: 289, eff. 2-1-80,

ILHR 64.47 Metal smokestacks. (1) SMOKESTACKS IN
ExcESS OF 3o FEEt The thickness of'the metal walls shall beat least
3/16 inch for smokestack heights up to 40 feet and 1/4 inch for
greater heights:Stacks used for manufacturing, high-pressure
boilers, furnaces or other similar heating or manufacturing appli-
ances shall be lined with firebrick, or equivalent, for a distance of
not less than 25 feet from the place where the smoke pipe enters
and shall be protected on the outside up to and through the roof of
the building with 8 inches of masonry, or a metal shield which pro-
vides an 8-inch ventilated air space between such shield and the
stack .. All stacks shall be properly guyed if the height of the'stack
exceeds 15 times its least diameter :

(a) Exception,. Public utility or industrial power plants are,
exempted from the protection requirements of this paragraph i

f they are of'type 1 or 2 construction..

~,.
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(2) SMOKESTACKS LESS THAN 30 FEEI' Smokestacks less than
30 feet high may be constructed of not less than No., 10 U.S . gauge
steel, with either welded or riveted joints, and may be mounted
directly upon masonry chimneys or foundations or upon industrial
heating or power boilers provided all of which are designed to
support the stack load• A clearance of not less than 6 inches shall
be maintained at all times around such smokestacks and any com-
bustible material within 12 inches of such smokestacks shall be
protected by noncombustible insulation covered by sheet metal .

History: Cr. Register, December, 1975, No, 240, eff. 1-1-76 ; am (1) (intro ),
Register, December, 1978, No. 276, eff .1-1-79; am (2), Register March, 1991,No .
423,eff.4-1-91 .

ILHR 64.48 Factory-built chimneys and gas vents .
(1) GENERAL, Factory-built chimneys and gas vents shall be of
an approved type

(2); TYPES OF APPROVED CHIMNEYS AND GAS VENIS . (a) Resi-
dential type and building heatingappliance.. An approved "resi-
dential type and building heating appliance" chimney or "building
heating appliance"chimney may be used with solid-, liquid- or
gas-fired heating appliances where the flue gas temperature does
not exceed 1000° F continuously,and does not exceed` 1400° F.
for infiequent brief periods of forced firing

Note :Residential type and building heating appliance chimneys were formerly
referred to as Class A chimneys ,

(b) Type "B" An approved type `B"gas vent may be used
with gas-fired applianceswhere the flue gas temperature doesnot
exceed 550° F. at the outlet of the draft hood .•

(c) Type "BW" An approved type `BW ' gas vent may be used
with a vented recessedwall heater.,

(d) Single wall vent pipe An approved single wall vent pipe
may be used with gas-fired, low-heat appliances (low-pressure
boilers, furnaces and space heaters) • The vent shall be not less
than No . 20 standard gauge galvanized iron, No.. 24 Brrown and
Sharpe gauge sheet copper, or other approved coriosion-resistant
material. . The installation shall conform to the requirements of s.
ILHR 6450:

(e) Type "L".. An approved type "L" vent may be used with
oil-fired appliances listed as suitable by a recognized agency and
with gas-fired appliances approved for type "B" vents ;.

(f) Equipment listed with venting system.: Venting systems
included with the listing of the heating appliance may be usedsub-
,ject to the requirementsand limitations of the listing

Note: The department recognizes, as approved, chimneys designated as "residen-
tial type", "building heating appliance", "B", "BW ' and"L" types listed by Under-
writers' Laboratories, Inc.

History : Cr Register, December, 1975, No 240, eff ..1-1 76 ; r and recr., Register,
December,1978; No:276, eff.1-1-79; am. (2){a)and (d),Register,. December;1981,
No 312, eff. 1-1-82 ; cr (2) (f); Register, December;1983, No. 336, eff 1'=1=84 .

ILHR 64.49 Gas vents. All gas ranges (except those
designed as unvented); water heaters andother gas-fired equip-
ment shall be provided with vent pipes conforming to therequire-
ments for gas vents as specified in s. : ILHR 64,48 and for connec-
tors as specified in s ILHR 64.50 . Commercial kitchen appliances
including but not limitedto ranges, ovens, booster heaters and
similar equipment may be vented into the kitchen hood exhaust
system •

History: Cr. Register, December 1975, No, 240, eff : 1-176; am,. Register,
December, 1978, No. 276, eff. 1-1-79; am. Register, January, 1980, No 289, eff:r
2-1-80; renum, : from ILHR 64 50 and am, Register, December, 1981, No, . 312, eff
1-1-82.

ILHR 64.50 Chimney and vent connectors .
(1) CONSTRUCTION AND INSIALLATION The construction and

installation of chimney connectors shall conform with the follow-
ing requirements :

(a) Concealed space.• No chimney connector shall pass
through any outside window, door or combustible outside wall,
nor be concealed in any closet, attic or similar space ;

(b) Combustible partitions and walls.. Connectors for appli-
ances shall not pass through interior walls or partitions
constructed of combustible material unless they are guarded at the
point of passage by:

1•1Vletal ventilated thimbles not less than 12 inches larger in
diameter than the connector, o r

2. Metal or burned fireclay thimbles built in brickwork or
other approved fireproofing materials extending not less than 8
inches beyond all sides of the thimble ;

(c) Distance from materials. Connectors shall be installed
with clearance to combustibles specified in par . (b) or NFPA Stan-
dard 211 ;

(d) Multiple appliance venting.. 1.. Two or more appliances
using the same type of fuel may be connected to a common grav-
ity-type chimney' or vent, provided the appliances are equipped
with primary safety controls and listed shutoff devices and com-
ply with the following requirements :

a .The appliances shall be located in the same story, except for
engineered venting systems,

b The appliances shall be joinedat a manifold or Y-type fit-
ting'as close to the chimney or vent as possible, unless the connec-
tor fiomeach appliance enters a separate chimney or vent inlet and
the inlets are offset at least 12 inches vertically or are at right
angles to each other,,

c. The connector and chimney or vent shall be sized to accom-

modate the total volume of flue gases .. For gas-burning appli-
ances, the venting area shall be at least equal to the size of the larg-
est vent connector plus at least 50% of the area of the other• vent
connectors, or

d. A chimney serving a fireplace or other piece of solid-fuel
equipment shall not beused to vent any other appliance;

2. Gas utilization appliances and appliances burning liquid
fuel may be connected to one chimney flue in accordance with
NFPA 211 .

Note: Engineered venting systems designed in accordance with NFPA
54,"National Fuel Gas Code" are acceptable to the departmen t

(e) Pitch and length:• Chimney or vent connectors shall have
no more than two 45° off'sets with the vertical .. The horizontal
length shall not exceed 75% of the total vertical height of the total
venting system measured from the appliance outlet. Chimney, or
vent connectors shall be pitched up at least'/4 inch per foot from
the appliance outlet collar to the chimney or vent inlet;

(f) Dampers A manual cast iron or equivalent damper to con-
trol the draft shall be provided in the chimney connector next to
solid-fuel fired equipment . Manually operated dampers shall be
prohibited in chimneyor vent connectors of all other appliances .
When used, listed automatically operated dampers interlocked
with the heating appliance shall be installed in accordance with
the approved listing ; and

(g) Materials and thickness . 1,• Except as specified insubd :.
2.,, chimney or vent connectorsshall be listed or conform to the
type of material and thickness indicated in Table 64 .50 or equiva-
lent

Register, December, 1996, No 492



ILHR 64.50 WISCONSINADMINISTRATIVE CODE

2.; Connectors serving listed residential-type gas appliances
shall be not less than 016 inch galvanized steel ..

TABLE 64 .5 0
MINIMUM CHIMNEY CONNECTOR METAL THICKNESS

Galvanized Steel

ivnmmum
thickness

Diameter of Connector (inch) Gauge
Less than 6 inches .019 26
6 inches to less than 10 inches .•024 24

10 inches to 13 inches .030 22

14 inches to 16 inches .036 20
Greater than 16 inches .058 16
Histo ry: Cr . Register, December,1981, No, 312, eff .1-1-82 ; am (1) (c) and (g )

2.,, Register, August, 1985, No . 356, ef£ 1-1-86; renum . ( 1) (d) (intro.) an d I to 4 to
be (1) (d) 1 . a to d., cr.. ( 1) (d) 2 ., Register, March, 1991, No 423, eff. 4-1-91 .

Subchapter VII - Equipment Location, Protection,
Maintenance and Operation

ILHR 64 .51 Guarding and fire , protection .
(1) GUARDING OF EQUIPMENI : Heating and ventilating equipment
in gymnasiums, playrooms and similarly occupied areas shall be
fully recessed and protected, orlocated not less than 7 f'eet above
the flooc : Heating and ventilating equipment shall not block any
part ofthe required aisles, passageways and corridors ..

(2) GUARDING OF SURFACES (a) Equipment located in occu-
pied areas and installed less than 7 feet above the floor shall be
guarded to prevent contact with surfaces that are likely to cause
lacerations :

(b) Surfaces that are locateddess than 7 feet above the floor that
exceed 180°F in temperature shall be covered with insulating
material or be, guar'ded„

(3) GUARDING OF MECHANICAL APPARATUS ., All mechanical
apparatus shall be guarded to comply with the requirements of ch..
ILHR 32, Safety and Health Standards for Public Employes, •

(4) FiRE PROrECTION . (a) 1 .. Heat-producing appliances and
their chimney or vent connectors shall be installed with clearances
to combustible material as specified in NFPA Manual No .. 211
unless listed for installation at other clearances ..

2 Clearance to combustible materials shall be asspecifred in
NFPA Standard No . 211 or as specified by a nationally recom-
mended testing laboratory, whichevei' is greater.

(b) Clearances shall be measured from the outer surface of the
appliance or connector to the combustible matetial, disregarding
anyintetvening protection applied to the combustible material .:

(c) Appliances shall not be installed in alcoves or closets
unless approved for such installations.

History : Cr. Register, December,1975, No . 240, eff 1-1=76 ; am. (2), Register,
December, 1976, No .252, eff .1-1-77 ; am (2), Register, January, 1980, No ., 289, eff
2-1-80 ; am. (4), Registet ; December, 1981, No. 312, eff.1-1-82 ; am : (4) and r. tables
64 .51 A to D, Register, August, 1985, No 356, eff 1-1-86 ; correction in (3) made
under s . 13 .93 (2m) (b)'I., Stats., Register,danuary,1994,No. 457; renum. (2) to (2)
(a), cr. (2) (b), Register, December, 1995, No. 480, eff: 4-1-96 ; renum. (2) to (2) (a),
cr. (2) (b), Register, December, 1996, No. 492, eff. 4-1-97.

ILHR 64 .52 Maintenance and operation . (1) MAINrt;-
NANCE . All heating, ventilating, exhaust and air conditioning sys-
tems shall be maintained in good working order and shall be kept
clean and sanitary.. Clearances and accessibility shall be provided
for equipment maintenance„ Chimneys or vents and connectors
serving solid-fuel burning appliances shall be cleaned and
inspected for damage annually .. Chimneys and vents, which have
been subjected to a chimney fire, shall not be reused until
inspected and approved by the department or authorized deputy
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(2) OPERAl'ION, All heating, ventilating and exhaust systems
shall be operated to satisfy the requirements of this chapter du ring
periods the building is occupied,.

(3) INS'1'RUCTIOxs. The designeror installer shall pr'ovide the
owner with written instructions for the operation and mainten ance
of the system an d equipment..

History: Cr. Registei,December, 1975. No. 240, eff 1-1=76 ; am. (1), Register,
December, 1981, No. 312, eff .1-•1-82; am . (1), Register, December,1995, No ., 480,
eff.. 4-1-96 ; am . (1), Register, December, 1996, No. 492, eff. 4-1-97.

ILHR 64.53 Final test required. (1) The designer,
installer or recognized balancing agency shall be responsible for
the testing and balancing of every heating, ventilating and air
conditioning system .: The person or agency responsible for bal- •
ancing o f the ventilating system shall document in writing the
amount of outdoor air being provided and distributed for the
building occupants and any other specialty ventilation. The docu-
ment shall be retained at the site and shall be made available to the
department upon request.

(2) (a) Air system bal ancing shall be accomplished in a man-
ner to first minimize throttling losses, then fan speed shall be
adjusted to meet design flow conditions . Bal an cing procedures
shall be acceptable to the department.. Damper throttling may be
used for air system bal ancing with fan motors of I hp or less, or
if throttling'results inno greater than 1/3 hp fan horsepower draw
above that required if the fan speed were adjusted .

(b) 1 .. Except as provided in subd .. 2:, hydronic system balanc-
ing shall be accompli shed in a manner to first minimize throttling
losses, then the pump impeller shall be trimmed Or pump speed
shall be adjusted to meet design flow conditions „

2: . As an exception to subd. L , valve throttling may be used
for hydronic system balancing under any of'the following condi-
tions`

a• Pumps with pump motors of 10 hp or less ;
b.. If throttling results in no greater than 3 hp pump horse-

power draw for pumps of 60 hp or less, ornogreater th an 5 percent
of pump horsepower draw for pumps greater than 60 hp, above
that required if the impeller were trimmed ;

c.. To reserve additional pump pressure capability in open cir-
cuit piping systems subject to fouling . Valve throttling pressure
drop shall not exceed that expected for future fouling; or

d . Where it canbe shown that throttling will not increase over-
all building energy costs .

(3) An operating and mainten ance m anual shall be provided
to the building owner• or operatoi : The manual shall includebasic
data relating to the oper•ation and maintenance of HVAC systems
and equipment. Required routine mainten ance actions shall be
clearly identified,: Where applicable, HVAC controls information
such as diagrams, schematics, control sequence descriptions, and
maintenance an d calibration information shall be included ..

Note:-National Environmental Balancing Bureau (NEBB) Procedural Standards,
the Associated Air Balance Council (AABC) National Stan dards or equivalent bal-
ancing procedures a re acceptable to the department

(4) HVAC control systems shall be tested to assure that control
elements are calibrated,adjusted, and in proper working condi-
tion .

Note : Submittal of the compliance statement is accepted as verifi cati on of com-
pliance with this section .

Histo ry: Cr. Register, December, 1975, No. 240, eff: 1-1-76; am. Register,
Maazch,1991, No, 423, eff . 4-1-91 ; renum, 64.53 to 64.53 ( 1), Cr. (2) to (4), Register,
December, 1995, No. 480, eff. 4-1-96 ; renum . 64.53 to 64.53 (1), ct : (2) to (4), Reg-
ister ; December 1996, No, . 492, eff. 4-1-97

Subchapter VIII - Occupancy Requirements

ILHR 64.54 Factories, office and mercantile build-
ings. (1) SCOPE This section applies to all places of employ-
ment, mercantile buildings, retail establishments where goods and
commodities are bought and sold, and places where not more tha n

Register, December, 1996, No, . 492
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100 persons assemble for worship, recreation, entertainment or
dining purpose

s Note: For mall corridors of enclosed mall shopping centers, see s . IL .HR 64 .05,
Table I

(2) VEN'rILATION . The air movement, supply and distribution
for all occupancies in this class shall conform to the requirements
of s.. ILHR 64 .05, except that natural ventilation or mechanical
ventilation need not be provided in warehouses and cold storage
buildings . ,

(3) INDUSTRIAL, EXHAUST SYSIEM . (a) Contaminants,. Indus-
trial exhaust systems shall be installed and operated to remove
harmful contaminants in conformance with ch .. ILHR 32, Safety
and Health Standards for Public Employes .

(b) Makeup air. Makeup air shall be provided as required by
s.• ILHR 64.:14. The quantity of•makeup air shall equal at least 90%
of the air exhausted .

(c) Connections, Connections between industrial exhaust sys-
tems that convey different materials, the combination of' which
may produce explosive, heat-generating, corrosive, toxic, or
otherwise dangerous mixtures, shall be prohibited..

(4) LOCKER ROOMS AND CHANGE ROOMS Locker rooms and
change rooms provided in accordance with s .. ILHR 54.13 (1) for
employes exposed to toxic materials or industrial poisons shall be
provided with a direct supply of outside air or air that is transferred
from uncontaminated areas .• All other locker rooms shall be pro-
vided with outside air as specified in Table 64.05 .

Note : Exhaust air from lockerrooms other than those provided in accordance with
s.. ILHR 54.13 may be directed through the adjoining toilet room or shower room.

History: Cr Register, December, 1975, No . 240, eff: 1-1-76 ; am:'(1), Register,
March,,1991, No. 423, eff, 4-1-91 ; am. (3) (a), Register, January,1994, No: 457, eff,
2-1-94; am, (2), r. and recr, (3) (b), (4), r(5), Register December, 1995, No. 480,
eff. 4-1-96; am. (2), r: and necr: (3) (b), (4), r. (5) , Register; December;1996, No.
492, eff. 4-1-97.

ILHR 64 .55 Theaters and places of assembly.
(1) SCOPE. This section applies to all auditoriums, arenas, armo-
ries, assemblyhalls, banquet halls, billiard rooms, bowling alleys,
cafeterias, club rooms, dance halls, dining rooms; gymnasiums,
lecture halls, lodge halls, playrooms, restaurants, school auditori-
ums, Sunday schools and places of worship, funeral home cha-
pels, parochial schools, convents, indoor skating rinks, and the-
aters which accommodate more than 100 persons for•
entertainment, recreation, worship, or diningpurposes.

Note : For areas that will accommodate less than 100 persons, see s . IL.HR 64 54,
(2) VEr1IILATION, The air•.movement, supply and distribution

for all occupancies under• this classification shall conform to the
requirements of s.. ILHR 64.05..

(3) ALTERNATE SERVICE AND CAPACIT'Y., Heating and ventilat--
ing systems installed in places of worship, Sunday schools, and
lodge halls may be arranged forselectivedelivery of the entire sei•-
vice to either the first floor, aarea or to the basement floor areapro-
vided these areas are not used simultaneously.:

(4) STAGES. The stage in any theater or assembly hall, for•
whicha fire curtain is required,. shall be supplied with sufficient
air or other means to equalize the pressure to avoid deflecting the
curtai n

Note : See ss ILHR 55.21 through 55 .23 concerning proscenium walls and cur-
tains

History : Cr Register, December, 1975, No. 240, eff. 1-1-76; am. (1) and (3),
Register, March,1991, No, 423, eff 4-1-91 ; am . (2), .Register, December, 1995,No.,
480, eff . 4-1-96; am : (2); Register, December;1996, No. 492, eff. 4-1-97 .

ILHR 64 .56 Schools and other places of instruction.
(1) SCOPE . This section applies to all-publicand private schools,
colleges, universities, academies, seminaries, libraries, museums,
art galleries, all places used f•or vocational instruction and
research such as laboratories, shops, science rooms, and all parts
of buildings used for instructional putposes.

(2) VENTILATION The air movement, supply and distribution
shall conform to the requirements of s .. ILHR 64 .05

(b) For corridors provided with lockers, the air supply shall be
accomplished by means of air inlets admitting air, fiom adjacent
classrooms or by a direct tempered air supply• Air from corridors
with lockers may be recirculated .,

Note: This rule does not apply to corridors fumished with coat hooks

(3) EXHAUST SYSTEMS AND HEAT RECOVERY, (a) An exhaust
system, as specified in s .. ILHR 64.•54 (3), shall be provided for all
equipment and processes that create dust, fumes, vapois and gases
injurious to health .;

(b) Exhaust systems whose operation is more than 3600 hours
per year, shall be equipped with heat recovery devices to reduce
the energy consumption in the building.;

i . Exception. a. Systems exhausting explosive materials,
such as perchloric acid need not be so equipped..

b. Fan systems exhausting 250 CFM or less need not be so
equipped

History : Cr Register, December, 1975, No ., 240,eff:, 1-1-76; am. (3), Register,
December, 1976, No . 252, eff 1-1-77 . ; am (3), Register, December, 1981, No . 312,
eff, 1-1-82; am . ( 1), Register, March, 1991, No . 423, eff 4-1-91 ; r and recr, (2),
Register, December, 1995, No. 480; eff 4-1-96; r. and recr: (2), Register; Decem-
ber,1996, No. 492, eil: 4-1-97.

ILHR 64.57 Health care facilities. (1) SCOpE. The rules
of this section apply to hospitals, nursing homes and outpatient
surgical facilities where medical services are provided :.

(2) GENERAL (a) The heating, ventilating and air• condition-
ing systems of aIl occupancies within the scope of this section
shall be designed, operated and maintained as specified in sec-
tions2,7.31 AtoD,8. .12AtoD,9 .2L,9• .4I,9.SM,and9.6J,
depending upon the occupancy, of AIA standard R673, Guide-
lines for Construction and Equipment of' Hospital and Medical
Facilities .

(b) The heating, ventilating and air conditioning systems shall
also be designed, operated and maintained as specified in the
applicable sections of the following standards as referenced in
AIA standard R673 :

1 . NFPA No 90A ;
2.. ASHRAE Handbook of' Fundamentals ; and

, 3•. ASHRAE ; Standard No .. 52.
(3) APPLICATION OF RULES. Where other provisions of ch ..

ILHR 64 specify different requirements than those contained in
this section,the requirements specified in sub . (2) shall govern,:

History : Cr. Register, December, 1975, No 240, eff 1-1-76; r(2) (d), Register,
January, 1980,No 289, eff ., 2-1-80; r . and recr, Register, February, 1982, No . 314,
eff. 3-1-82 ; r and recr. (2), r (3), renum„ (4) to be (3), Register; August, 1985, No, .
356, eff., 1-1-86; am (2) and (3), Register, March, 1991, No. 423, eff . 4-1-91 ; am .
(2) (a) and (3), Register, January, 1994, No . 457, eff 2-1-94

ILHR 64.58 Penal institutions and places of deten-
tion. (1) ScOPE This section applies to all corridors and areas
of compulsory occupancy in penal institutions, mental hospitals
and other places ofdetention.•

(2) VENrzLATION: The air movement,supply and distribution
for all areas of this class shall conform to the requirements of• s.•
ILHR 64A5 ..

(3) OVERNIGHT LOCK-Ups. Where cells are provided for not
more than 6 occupants for• the purpose of overnight detention only,
exhaust ventilation shall be provided on the basis of .6 air changes
per hour for the occupied area .

History : Cr Register, December, 1975; No 240, eff, 1-1-76 ; am. (2), Register,
December, 1981, No, 312, eff, 1-1-82 ; am, ( 1), Register, March, 1991, No . 423, eff..
4-1-91 ; am. (2), Register, December,1995, No 480, eff 4-1-96 ; am . (2), Register ;
December, 1996, No. 492, efr, 4-1-97.

ILHR 64.59 Residential occupancies . (1) SCOPS. This
section applies to all apartments, row houses, rooming houses,
hotels, motels, dormitories, and all other places of abode, .

Note : See s.1LHR 51 .01 (102a) for definition of "place of abode" .,

(2) VENI1LATION ., The air movement, supply and distribution
for all areas of this class shall conform to the requirements of s ..
ILHR 64A5 ..

Register, December, 1996, No; 492
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(3) RETURN AIR DUCrs, . Unlined wood joists and stud spaces
will be permitted to be used as return air ducts in individual living
units provided with individual heating and ventilating systems .,

History: Cr Register, December, 1975, No . 240, eff ,1-1=76; am. (3), Register,
December, 1976, No. 252, eff.,1-1-77; Cr, (2) (a), Register, May,1980. No, 293, eff.
6-1-80 ; am . (1) and (2) (a), Register, March, 1991, No 423, eff. 4-1-91 ; am (2), r
(2) (a), Register, December, 1995, No. 480, eff , 4-1--96 ; am. (2), r: (2) (a), Register;
December, 1996, No.. 492, eff. 4-1-97.

ILHR 64 .60 Day care facilities . (1) SCOPE This section
applies to all public and private day care centers accommodating
more than 4 children, including all buildings or parts of' buildings
used as child day care facilities..

(2) VENri1.AiION . The air movement, supply and distribution
for all areas of this class shall conform to the requirements of s .,
ILHR 64.05.,

History: Cr. Register, December, 1975, No 240, eff 1-1-76 ; am. (1), Register,
March,1991, No. 423, eff. 4-1-91 ; am, (2), Register, December, 1995 , No ., 480, eff.
4-1-96; am. (2), Register, December;1996, No. 492, eff. 4-1-97

ILHR 64.61 Repair areas. (1) SCOpE., This section
applies to all areas where motor-driven vehicles are repaired
involving the fuel system components or, requiring the operation
of the internal combustion engine.,

(2) VEtvrlLArtorr . The,air movement; supply and distribution
shall be provided in accordance with the requirements of s . ILHR
64..05 : The exhaust air shall be drawn from not more than 18
inches above the floor

( 3) TAIL PIPE EXHAUSr (a) Mechanical exhaust system„ A
mechanical exhaust system shall be provided in the repair area to
remove the exhaust fumes from internal combustion engines. The
duct system shall be designed with sufficient outlets to accommo-
date the total number of vehicles in the repair area ., A flexible hose,
equipped with a device for connecting it to the exhaust pipe of the
vehicle and to the exhaust system, shall be provided Each outlet
shall be provided with a shut-off valve that can be closed when
not in use ., The blower~ capacity shall be sufficient to exhaust a vol-
ume of airnot less than 100cubicfeetperminuteforeachopening• .

(b) Nonmechanical exhdust• . A noncombustible flexible tube
or hose not more than 10 feet long, connected to the engine
exhaust (tail pipe) and terminating outside the building, may be
used in lieu of the requirements stated in par :. (a).,

Note : The requirements stated in sub, (2) need not be increased when satisfying
therequirementsofeithersub (3)(a)or(b).Seech.II,HR32,SafetyandHeaithStan-
dards forPublicEmployes.,

(4) MISCELLANEOUS REPAIR AREAS Areas involved in the serv-
icing ofsmall internal combustion engines such as lawnmowers,
snowmobiles, chainsaws, cycles, boat engines, and similar types
of engines, and battery charging areas, shall be ventilated as
required for repair areas under s . ILHR 64 .05 .,

(5) CoNrAivnNANIS. If the provisions of this section do not
provide sufficient ventilation to meet the standards for threshold
limit values covered in ch•. ILHR 32, Safety and Health Standards
for Public Employes, the additional exhaust requirements with an
equivalent volume ofoutside air shall be provided to satisfy the
requirements found in ch•. ILHR 32.,

History : Cr Register, December, 1975, No .. 240, eff 1-1=76; am . (4), Register,
December, 1978, No . 276, eff. 1-1-79 ; am.: (1), Register, December, 1983, No 336,
eff1-1-84; am. (1) ; Register, March, 1991, No., 423, eff , 4-1-91 ; am. (5), Register,
January, 1994, No.457, eff. 2-1-94 ; am . (2),(4), Register, December, 1995, No 480,
eff 4-1-96; am(2), (4), Register, December, 1996, No, . 492, eff. 4-1-97

ILHR 64 .62 Vehicle service buildings. (1) APPLICA-
iTON . (a) This section applies to liquid fuel dispensingstations
and facilities where vehicles can be driven into the building for
washing; greasing, oil change, tire replacement, body repair, and
similar operations .

(b) The exhaust air shall be drawn from not more than 18
inches above the floor:.

(2) VENTILATION. (a) Air movement, supply, distribution and
exhaust shall be provided as specified in s.. ILHR 64.05 ..

282

(b) Buildings or portions of'buildings having a capacity of and
used exclusively for washing 2 or more vehicles simultaneously
shall be exhausted at not less than 1/2 cubic foot per minute per
square foot of floor area based on that portion of the floor located
between the termination of the conveyor system and the vehicle
exit door. A supply of makeup air is not required for this exhaust .

(c) If the provisions of this section do not provide sufficient
ventilation to meet the standards for threshold limit values cov-
ered in ch ILHR 32, Safety and Health Standards for Public
Employes, the additional exhaust requirements with an equivalent
volume of outside air shall be provided to satisfy the requirements
found in ch .. ILHR 32•

History: Cr. Register, December,1975, No, 240, eff. 1-1-76; am (2) (b) (intro.),
Register, January, 1980, No . 289, eff. 2-1-80; r . and recr, Register, August, .1985, No.
356, eff : 1-1-86 ; am (2) (a), cr: (2) (c), Register, December, 1995, No 480, eff
4-1-96 ; am. (2) (a), cr.. (2) (c), Register ; December, 1996, No. 492, eff. 4-1-97

ILHR 64.63 Garages . (1) SCOPE. This section applies to
all buildings, or parts of' buildings, into which motor vehicles are
driven forloading or unloading or are stored .

(2) VEN'rILA'r1oN. (a) Except as permitted in par•s• . (b), (c) and
(d), the air movement, supply and distribution for garages shall be
provided in accordance with the requirements of s. ILHR 64 .05 .
Exhaust air shall be drawn not morethan 18 inches above the
floor.,

(b) The air movement, supply and distribution for a storage
garage accommodating 6 or more vehicles may be provided by
permanent open-wall areas, if .

1 .. The open-wall areas equal at least 30% of the total wall
area enclosing the garage ;

2:. The open-wall areas are distributed to permit air circula-
tion throughout thegarage ; and

3 .. The entire floor of the garage is located at or above grade .. `
(c) The air movement, supply and distribution for a storage

garage accommodating 6or more vehicles may be provided by
3% openings thatcomplywith s ;. ILHR 64 .05 (4) i f

1 : The building is unoccupied.
2•. The storage garage building does not contain and is not

attached to any other occupancy or use .
3 The entire floor of the garage is located at or,above grade..

(d) An intermittent mechanical exhaust ventilation system
may be used in lieu of continuous exhaust if the conditions given
in subds„ 1 . and 2•, are met .,

1 .. The system shall be activated to provide exhaust ventila-
tion rates specified in s. ILHR 64 .05 by a continuous monitoring
and detection system which can maintain carbon monoxide levels
below 35 ppm and nitrogen dioxide levels below one ppm ..

2 .. The system shall be provided with automatic controls to
provide exhaust ventilation at a rate of 1/2 cfin per square foot for
a totalof at least five hours in each 24-hour period•.

3. A means shall be provided to maintain negative pressure
relative.to adjacent areas .

(3) CoxraMlNANrs . If the provisions of this section do . not
provide sufficient ventilation to meet the standards for threshold
limit values covered in ch.. ILHR 32, Safety and Health Standards
for PubliCEmployes, the additional exhaust requirements with an
equivalent volume of outside air shall be provided to satisfy the
requirements found in ch .. ILHR 32 .

History : Cr Register December. 1975, No 240, eff. 1-1 76 ; am (1), r: and recr.
(2), Register, March, 1991, No. 423, eff . 4-1-91 ; am. (3), Register,7anuary, 1994,
No. 457, eff. 2-1-94; am . (1), (2) (a), r. and recr (2) (c), Cr. (2) (d), Register, Decem-
ber, 1995, No :480, eff, 4-1-96; am. (1),(2) (a), r. and recr. (2) (c), cc (2) (d), Regis-
ter, December, 1996, No. 492, eff. 4-1-97.

ILHR 64.64 Vehicle showrooms. (1) ScoPE. This sec-
tion applies to all vehicle showrooms with offices and occupan-
cies unless designed as part of the vehicle garage adjacent to repair
or vehicle storage areas where all vehicles displayed in the show-
room are without batteries and fuel tanks are empty and free of
fumes,,

~

Register, December, 1996, No,, 492
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Note : A live storage area is any area used for storage of'fire trucks, tractors, auto-•
mobiles, tiucks, and similar self-propelled vehicles which are driven in and out of
the storage area under their own power; it does not include areas where vehicles and
equipment are stored for seasonal periods, or areas where vehicles are displayed with-
out batteries and where the gasoline tanks of the vehicles are empty and free of fumes :

(2) VENTILATION The air movement, supply and distribution
shall be provided in accordance with the requirements of s . ILHR
6405 .

(a) Separate ventilating syszem . A separate ventilating system
shall be provided for showrooms or offices where such occupan-
cies are adjacent to repair• or live storage areas ..

Note: Ventilation is not required if an openable area is provided to conform with
the requirements of s ILHR 64 07

(b) Recirculation . Air shall not be recirculated from any repair,
live storage or service area unless the total volume of air in circula-
tion is in excess of the ventilation required Excess air may be
recirculated.,

(c) Contaminants.. If the provisions of this section do not pro-
videsufficient ventilation to meet the standards for threshold limit
values covered in ch, . ILHR 32, Safety and Health Standards for
PublicEmployes ; ,the additional exhaust requirements with an
equivalent volume 'of`outside air shall be provided to satisfy the
requirements found in ch .. ILHR 32 .

History: Cr. Register, December, 1975, No. 240, eff , 1-1-76 ; am (1), Register,
December, 1983, No. 336, eff 1=1--84; am. (1), Register, March, 1991, No .. 423, eff, .
4-1-91 ; am(2) (c), Register,January, 1994, No . 457, eff 2-1-94 ; am . (2), Register,
December, 1995, No 480, eff. 4-1-96; am. (2), Register, December,1996,No., 492,
eff. 4-1-97.

ILHR 64.65 General sanitation and service areas .
(1) SCOPE, This section applies to toilet rooms, diaper changing
rooms, locker rooms, shower rooms, and ;janitor closets.. Separate
diaper changing rooms shall be ventilated in the same manner as
required for toilet rooms at 2 cfm pet square foot .

(2) EXHAUST VENTILAiING SYSTEMS Exhaust ventilating sys-
tems serving this class of occupancy may be combined with other
exhaust services provided the combined system :

(a) Does not allow recirculation ; and
(b) Does not include grease hood exhaust, radioactive exhaust,

fume hood exhaust, exhaust required by ch ., ILHR 32, exhaust that
requires electrical giounding, or exhaust that requires spark resis-
tant fan constructio n

(3) VENtILATING SYSTEM APPLICAIION . Ventilation shall be
provided for all areas of this class in accordance with this subsec-
tion: Areas of this class that are not ventilated in accordance with
applicable pars. (a) through (e) shall be provided with mechanical
exhaust ventilation as specifred in s .. ILHR 64:05; The effective-
ness of the exhaust shall be greater, than the supply ,

(a) Toilet rooms that have onlyone water closet or urinal shall
be provided with either natural ventilation via a window with at
least 2 square feet of area openable directly to the outside, or
mechanical exhaust ventilation as specified in s .. ILHR 6405., Toi-
let rooms that have only one water closet or urinal that are not
located in restaurants or taverns may use an approved ductless air
circulating and treatment device in place of natural or exhaust
ventilation

(b) Ianitor closets that have only one service sink or receptor
shall beprovided with either natui•al ventilation via a window with
at least 2 square feet of area openable directly to the outside, or an
approved ductless air circulating and treatment device, or
mechanical exhaust ventilation as specified in s : ILHR 64 ..05 .

(c) Bathrooms with one bathtub or shower, or one combined
tub and shower; and onewater closet or urinal shall be provided
with mechanical exhaust ventilation capable ofexhausting 50
cubic feet per minute .

(d) Adjoining locker, shower, and toilet rooms shall be
exhausted at the rate specified in s . ILHR 64.05, based on the larg-
est amount of exhaust required; for any of the three rooms, . The
rooms shall be providedwith tempered make-up air supplied
directly from the outside or transferred from other areas of the
building in accordance with s . ILHR 64..18- A negative pressure

relationship shall be maintained in the shower and toilet rooms
withrespect to the locker room .

(e)< Rooms for the ch anging of clothing only wi th provisions
for• short-term storage of clothes, otherthan areas for industrial
employes as specified ins.ILHR 64 .54 or areas for employes
exposed to toxic materi als as specified in s„ ILHR 54.13, shall be
ventilated as chan ging rooms as specified in s :.ILHR 64.05, Table
64 .05.: This paragraph does not apply to shower or toilet r•ooms..

(f) Chemical or septic toilets shall not be placed in rooms pro-
vided with mechanical ventilation., Toilet rooms with chemical or
septic toilets shall be provided with natural ventilation via a win-
dow with at least 2 square feet of area openable directly to the out-
side,. The window shall be provided with a screen to limit the pas-
sage of insects and vermin,

(4) MAINTENANCE OF NEGATIVE PRESSURE. Toilet rooms and
janitor closets shall be provided with negative pressure relative to
adjacent areas. If supply air is provided to toilet rooms or ,janitor
closets, the exhaust must also be provided simultaneously.

History : Cr., Register, December, 1975, No, 240,eff, 1-1-76; am (1), Cr. (3) (c)
and r(4), Register, December, 1976, No 252, eff 1-1-77 ; cr. (3) (b) 1 ., Register,
December, 1977, No.. 264, eff 1-1=78 ; am . (3) (b)1, Register, December,1981, No-
312, eff 1-1 .-82; am., (3) (b) 1 ., Register, December, 1983, No 336, eff. 1--1-84; r :
an d recr. (2), Register, August, 1985, No. 356, eff. 1-1-86; reprinted to correct an
error in (2) (intro), Register, December, 1985, No 360; am . ( 1) and (3) (a), Register,
March, .1991, No., 423, eff, 4-1-91 ; am- (2) (b), Register, January, 1994, No 457, eff-
2-1-94; r an d recr. (1),(3), cr- (4), Register, December, 1995, No 480, eff . 4-I-96;
r. and recr. (1), (3), cr.. (4), Register, Decem be t;1996,No.492, eff.4-1-97.,

ILHR 64.66 Natatoriums . (1) Poot, vENIILATION . In
natatoriums, avolume of tempered air supply and exhaust shall be
provided at a ratespecified in s, ILHR 64 .05„ The tempered air
may be supplied directly fiom the outside or transferred from
otherat•eas ofthe building in accordan ce with s., ILHR 64s 18,. The
volume of tempered air an d exhaust may be reduced to a minimum
of 1 cubic foot per minute per square foot of pool surface provided
automatic humiditycontrols are used to li mit th e relative humidity
to 60%.

(2) AiR MOVEMEH r The air movement in a natatorium shall be
not less than 6 air changes per hour unless mechanical cooling is
provided to satisfy the heat gain requirement for the space.,

History : Cr Register, December, 1976, No. 252, eff1-1-7'7; am. ( 1), Register,
December, 1995, No. 480, eff . 4-1-96 ; am. (1), Register, December,1996, No.492,
eff. 4-1-97..

ILHR 64.67 Kitchens . (1) SCOPE; This section applies to
all areas where food is prepared, except in domestic science
educational facilities fromgradeskindergarten through 12, and
single unit apartments in hotels, motels an d apartment buildings ..

(2) ExHAUSI VENTILATION SYSIEMS . Exhaust ventilation sys-
tems serving this occupancy shall not be used for any other ser-
vice.

(a) Required exhaust ventilation .. Required exhaust ventila-
tion. When cooking equipment is being oper•ated, mech anical
exhaust ventilation shall be provided at a rate speci fied in s. ILHR
64::05 for every occupied area within the scope of this section ..
When cooking equipment is not being operated, a minimum sup-
ply of outside air and exhaust at 15 cfin per person, or natural ven-
tilati on with openings equal in area to 3% of the floor• area as spe-
cified in s .. ILHR 64..07 shall be provided during periods of
occupancy.,

(b) Kitchen exhaust hoods. Cooking equipment which pro-
duces grease laden vapors, including but not limited to fiyers,
grills, griddles and broilers, shall be provided with a kitchen
exhaust hood, except an exhaust hood does not have to be pro-
vided for a single piece of equipment if:

1 .. The piece of equipment h as a fiying/cooking surface area
of' 4 square feet or less; and

2 .. The piece of'equipment is the only piece of'grease-produc-
ing equipment for the entire food preparation operation ..

(3) REPI.ACEMEta T AIR, Adequate replacement air shall be pro-
vided to equal the air being exhausted by all exhaust systems.,
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(4) EXHAUST HOOD REQUtREMENTS, . (a) Size of hood., The hori-
zontal inside dimensions for canopy hoods shall be sized to effec-
tively capture grease vapors, but in no case shall these dimensions
be less than the overall horizontal dimensions of the grease-pro-
ducing equipment.. The horizontal inside dimensions for nonca-
nopy, prefabricated backshelf hoods may be less than the overall
horizontal dimensions of the grease-producing equipment.

(b) Exhaust rates. The kitchen exhaust hood shall be provided
with a capture velocity to effectively capture the grease vapors
and may be designed through engineering analysis or the empiri-
cal design formulas stated below :

1 . Canopy hood .. Hood open on a114 sides: Q = 125 cfm A
(area) ..

2. Wall hood. Hood open on 3 sides or less : Q = 80 cfm A
(area)..

3 . Slotted-type hood. V 350 feet per minute through the slot
opening. The slot shall be at least 3 inches in width and shall
extend around the open sides of the hood ; an d

4 ., Noncanopy hood .The minimum volume of exhaust air for
noncanopy type hoods (prefabricated backshelf) may be not less
than Q = 200 cfm L(length).,

Note :Q equals the exhaust air in cubic feet per minute ; A equals the area of'the
hood over the grease-producing equipment in square feet ; V equals the velocity in
feet per minute; and L equals the total length in feet of the cooking appliance being
ventilated, and measured parallel to the front edge of the appliance..

(c) Materials.. Hoods shall be constructed and supported by
steel not less than .0478 inch U.S . standard gage (No. 18 manufac-
turers standard gage) or stainless steel not less than .0359 inch
U.S. standard gage (No.; 20 manufacturers standard gage) or other
materials of equivalent strength, fire and corrosion resistance .,

Note : TheDepartmentof'HealthandSocialServices(DHSS)mayhaveadditional
requirements for materials in commercial food preparation areas ., For more informa-
tion, contact the DHSS Environmental Sanitation Unit .

(d) Seams All seams and joints shall be liquid-tight ..
(e)Grease-r•emoval devices.. Approved grease extractors,

grease filters or other grease-removal devices shall be provided.
(f) Exposed hood surfaces. Hood surfaces and exposed

exhaust ducts within 18 inches of combustible material shall be
protected as specified in sub . (5) (f).

(g) Concealed hood surfaces, . Hood surfaces that are con-
cealed by or recessed into adjoining construction shall be pro-
tected as specified in sub., (5) (f) .

(h) Double-wall hoods utilizing outdoor air. When hoods are
connected to ducts supplying outside air; performance data shall
be submitted.

Note: Double-wall hoods provided with a supply of outdoor air conserve energy
(5) EXHAUST DUCTS FROM HOODS . (a) Design . All ducts shall

lead, as directly as possible, to the exterior of the building without
forming dips or traps which collect residues, . Ducts exposed to the
exterior shall be protected with a suitable weatherproof coating.

Note: Temperatures in excess of 2000° F. may be experiencedwithiaducts in the
event of fire .. A means of expansion of long ducts should be considered ..

(b) Materials.. Ductsshall be constructed ofand supported by
steel not lighter than .0598 inch U .S . standard gage (No. 16
manufacturers standard gage) or stainless steel not lighter than
..0478 inch U.S. standard gage (No.. 18 manufacturers standard
gage) or other materials of equivalentstrength, fire and corrosion
resistance .

(c) Seams and; joints. All seams and jointsshall be liquid-tight .
(d) Clean-out openingi. Accessible clean-out openings at the

sides of ducts shall be provided at each change of direction of the
duct for inspection and servicing .

(e) Interior ducts.. Ducts shall not pass through required fire
walls or partitions .

(f) Concealed exhaust ducts.. 1 .. Horizontal ducts., Horizontal
concealed ducts connected to hoods that pass through any other
area of the building, including suspended ceilings, shall be pro-
tected with insulating material to withstand a flue temperature of
not less than 1000° F. The temperature of the exposed surface of
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the insulating material shall not exceed 250° F. above the normal
ambient temperature of 68° F.

Note: The department will accept the use of masonry chimneys or manufactured
chimneys which are tested and approved for use at a flue gas temperature of not less
than 1000' F, or insulating materials for fire endurance systems listed in the Fire
Resistance Index published by Underwriters' Laboratories, In c

Z. Vertical ducts.. Vertical concealed ducts that pass through
any other area of the building, including suspended ceilings, in
one- and 2-story buildings, shall be protected with insulating
material as specified in subd :.1,., or shall be located in 2-hour non-
combustible frre-resistive enclosures,. In buildings of 3 or more
stories, vertical ducts shall be located in 2-hour noncombustible
fire-resistive enclosures ..

(g) Exposed exhaust ducts .. Exposed exhaust ducts connected
to hoods or canopies shall be located not less than 18 inches fiom
combustible material unless the duct is protected in accordance
with the requirements of par., (f) .

(h) Air discharge. The air discharge shall be directed away
fiom the roof or combustible materials..

(i) Dampers.. 1 .: Fire dampers shall not be installed in kitchen
exhaust duct systems unless the assemblyincludes an approved
extinguishing system designed to operate with a fire damper in the
closed position ..

2.: Dampers shall be accessible for• cleaning and maintenance ..
(6)AUTOMATlc SUPPRESSION SxSTEMS . Exhaust hoods and

ducts in kitchens used f'or commercial purposes shall be protected
by an approved automatic fire suppression system. The suppres-
sion system shall comply with the following :

(a) When the fire suppression system is activated, all gas and
electrical sources serving cooking appliances, grease consuming
appliances or fume incinerators and equipment associated with
the hoods shall be automatically deactivated . Such gas and electri••
cal sources shall not be capable of reactivation except by manual
means after the fire suppression system has been serviced and is
again ready for action ;

(b) 1 . Except as provided in subd. 2. hood and duct suppres-
sionsystems shall provide for both automatic and manual actua-
tion of the system ;

2. Automatic fire sprinkler systems using water need not be
provided with means,for manual actuation ..

(c) A manual station for actuation of the suppression system
shall be located at or near one of the means of egress fi om the area
but not nearer than 10 feet to the range hood and shall be securely
mounted not less than 41/2 feet nor mote than 5 feet above the
floor•, unless otherwise specifically approved by the chief of the
fire department having jurisdiction ;

(d) The system shall be maintained at full operating capacity
by the owner and shall be serviced every 6 months; and

(e) All nozzles shall be accessible for cleaning and replace-
ment .

Note : Effective date for s ., ILHR 64.67 (6) requiring automatic fire suppression
systems for exhaust hoods was July 1, 1983 ,

.(7) SUPPLY DucTS ro xoODS; Kitchen hood supply ducts shall
meet SMACNA gauge steel thicknesses .. Exhaust hood assem-
blies with integrated air supply plenums shall be designed and
provided with a fire-actuated damper asspecified in NFPA 96

History : Cr. Register December,1975 ; No,. 240, eff.1-1-76; renum: from 64„66,
r. and recr.; (5) (a) to (d), renum. (5) (e) to (i) to be (5) (d) to (h), am, (6) (b), Register,
December,19'76, No ;252, eff i-•1-77; am . (5) (f) and (g), Register,December,d977,
No.. 264, eff., 1-1-78 ; am., (4) and (6) (f) 1 ., Register; December, 1978, No 276, eff
1-1-•79; am. (2) (a), i(4), renum.(5) and (6) to be (4) and (5), Register, January, 1980,
No., 289, eff. 2-1-80; am. (2) (a), (4) (f) and (g), Register, December, 198 1, No. 312,
eff.:1-1-82; cx. (6), Register, June, 1983, No. 330, eff 7-1-83 ; rand recr.(2) (b), am.,
(4) (b) 3 .,, Register, December,` 1983, No,. 336, ef£ 1-1-84; am (1) and (4) (b) 1 to
4., r. and recr. (2) (b) and (6) (c), Register, March, 1991, No. 423;eff: 4-1-91 ; am.
(2) (a), (5) (i), cr . (7), Register, December,1995, No . 480, eff. 4-1-96 ; am . (2) (a),
(5) (i), cr. (7), Register, December,1996, No. 492, ef1: 4-1 97.

ILHR 64.68 Seasonal occupancies. When approved in
writing by the department, heating requirements may be waived
but not ventilation required by s .. ILHR 64•05, Table 1 during the
period of May 15 through September15 for the following or simi-

~
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lac• occupancies: drive-in eating places, club houses, outdoor toi-
lets, camp lodge buildings, canning factories and migrant labor
camps..

Note: Rules on migrant labor can be found in ch . ILHR 30 1
History : Cr Register, December, 1975, No. 240, eff. 1-1-76 ; renum from s

II .HR 64 67, Register, December, 1976, No, 252, eff,1-1-77; am., Register, Decem-
ber, 1981, No 312, eff 1-1-82 .
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