AN ACT to create 348.15 (3) (bv) of the statutes, relating to weight limitations for vehicles used primarily to transport septage.

The people of the state of Wisconsin, represented in senate and assembly, do enact as follows:

SECTION 1. 348.15 (3) (bv) of the statutes is created to read:

348.15 (3) (bv) In the case of a vehicle or combination of vehicles used primarily for the transportation of septage, as defined in s. 144.08 (1) (a), the gross weight imposed on the highway by the wheels of any one axle may not exceed 21,500 pounds or, for 2 axles 8 or less feet apart, 37,000 pounds or, for groups of 3 or more consecutive axles more than 9 feet apart, a weight of 4,000 pounds more than is shown in par. (c) or, for groups of 4 or more consecutive axles more than 10 feet apart, a weight of 6,000 pounds more than is shown in par. (c) or, for groups of 5 or more consecutive axles more than 14 feet apart, a weight of 7,000 pounds more than is shown in par. (c), but not to exceed 80,000 pounds. This paragraph does not apply to the national system of interstate and defense highways.

1987 Wisconsin Act 174

AN ACT to create 348.15 (3) (bv) of the statutes, relating to weight limitations for vehicles used primarily to transport septage.

The people of the state of Wisconsin, represented in senate and assembly, do enact as follows:

SECTION 1. 348.15 (3) (bv) of the statutes is created to read:

348.15 (3) (bv) In the case of a vehicle or combination of vehicles used primarily for the transportation of septage, as defined in s. 144.08 (1) (a), the gross weight imposed on the highway by the wheels of any one axle may not exceed 21,500 pounds or, for 2 axles 8 or less feet apart, 37,000 pounds or, for groups of 3 or more consecutive axles more than 9 feet apart, a weight of 4,000 pounds more than is shown in par. (c) or, for groups of 4 or more consecutive axles more than 10 feet apart, a weight of 6,000 pounds more than is shown in par. (c) or, for groups of 5 or more consecutive axles more than 14 feet apart, a weight of 7,000 pounds more than is shown in par. (c), but not to exceed 80,000 pounds. This paragraph does not apply to the national system of interstate and defense highways.